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LEIGH
24 Month - BP1015 
(Fits Sharc-7, Cessna, Deft)

DORNE & MARGOLIN
24 Month - BP1020 
Alkaline Construction 
(Fits ELT 6 & 8)

EBC
BP1045 
24 Month Extended Life 
(Fits 102A & 302)

MERL/LARAGO
24 Month - BP1005 
Alkaline (Replaces Larago)

POINTER
24 Month - BP1030 
(Fits Model 3000)

DORNE & MARGOLIN
24 Month - BP 1-3-2 
Alkaline Construction
(Fits DM ELT 1-3)

RESCU 88
24 Month 
BP1035 Neg. Grnd. 
BP1036 Pos. Grnd 
Alkaline in Construction 
Direct Replacement

RESCU 88C or L
24 Month - BP1037
Replaces original lithium 
battery packs, no modification.

NARCO ELT-10
24 Month-BP1010
Alkaline Construction

MARTECH
24 Month - BP1040 
(Fits EB-2BCD Eagle Models)

DORNE & MARGOLIN 
24 Month- BP1015S
Requires 1 time mod & STC 
(Fits ELT 5.2)

WE GUARANTEE FRESH ELT BATTERIES

BP1030BP1020BP1015

BP1045BP1035 BP1010 BP1040 BP1026

BP1005 452-3063452-3063

452-0130



EXTERNAL ELT 
ANTENNAS

FOR MOST ELTS CURRENTLY IN 
USE
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 P/N 10-11 10/234	            ARTEX		              P/N 171B		  P/N 3001	           P/N R88
			         P/N 455-9000

CCC for
CIR-10 & CIR-11

NARCO
ELT-10

LEIGH-SHARC
DM ELT 1, 5, 6, 8

POINTER
3000

RESCU
88
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FIRE RESISTANT,  
HIGH IMPACT PLASTIC CASE
WATERPROOF TO 60 FT.
EASILY REMOVED FROM AIRCRAFT FOR SERVICE 
OR FOR PORTABLE USE
COHERENT BEACON DESIGNED FOR SATELLITE 
DETECTION
INCLUDES

•	 QUICK RELEASE TRAY
•	 PORTABLE ANTENNA
•	 EXTERNAL ANTENNA
•	 PANEL REMOTE CONTROL
•	 CONNECTING CABLES
•	 INSTALLATION MANUAL
•	 TWO YEAR WARRANTY

USES STANDARD 
DURACELL® BATTERIES
• EASY TO INSTALL 
• REQUIRES NO AIRCRAFT POWER

EMERGENCY LOCATOR EMERGENCY LOCATOR 

ALTITUDE DIGITIZER

MODEL E-01  FAA TSO-C91a  APPROVALMODEL E-01  FAA TSO-C91a  APPROVAL

MODEL A-30 
FAA TSO-C88a  APPROVAL

MOD 8 GRAY CODE OUTPUT 
TO 42,00 FEET TWO RS 232 OUTPUTS
MOD 4 GRAY CODE OUTPUT 
TO 30,750 FEET
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AN507C TYPE PFMS
MACHINE, PHILLIPS, FLAT HD.

#632 x 3/8
#632 x 1/2
#632 x 5/8
#632 x 3/4

#832 x 3/8
#832 x 1/2
#832 x 5/8
#832 x 3/4
#832 x 1

TYPE “A” POINTED
AND “B” BLUNT

SHEET METAL, TRUSS HD. PHILLIPS
PTB INDICATES BLUNT POINT

#4 x 1/4
#4 x 3/8
#4 x 1/2

#6 x 3/8
#6 x 3/8 PTB
#6 x 1/2
#6 x 5/8
#6 x 3/4
#6 x 1

AN960C FLAT WASHER

#4
#6
#8
#10
#416
#516
#616
#716

STAINLESS SCREWS 
& WASHERS

Standard Packages 
100 & 1000 Pieces

AN526C TYPE PTMS
MACHINE, PHILLIPS, TRUSS HD.

#632 x 3/8
#632 x 1/2
#632 x 5/8
#632 x 3/4

#832 x 3/8
#832 x 1/2
#832 x 5/8
#832 x 3/4
#832 x 1

#1032 x 3/8
#1032 x 1/2
#1032 x 5/8
#1032 x 3/4
#1032 x 1

#4 FABRIC ATTACH WASHERS
NYLON FLAT WASHERS

#1032 x 3/8
#1032 x 1/2
#1032 x 5/8
#1032 x 3/4
#1032 x 1

#8 x 3/8 
#8 x 3/8 PTB
#8 x 1/2
#8 x 1/2 PTB
#8 x 5/8
#8 x 5/8 PTB
#8 x 3/4
#8 x 1

#6L
#8L
#10L
#416L
#516L
#616L
#716L

#8 X 1/2
#8 X 5/8
#8 X 3/4
#8 x 1

#10 X 1/2
#10 X 5/8
#10 X 3/4
#10 x 1

TYPE “A” POINTED 82 DEGREE
SHEET METAL, FLAT HD. PHILLIPS

#4 X 1/2
#4 x 5/8
#4 x 3/4

#6 X 3/8
#6 X 1/2
#6 X 5/8
#6 x 3/4

#10 x 3/8
#10 x 1/2
#10 x 1/2 PTB
#10 x 5/8
#10 x 5/8 PTB
#10 x 3/4
#10 x 1



PINS, COTTER

AN381 STYLE IN STAINLESS
-2-2, 1/16 x 1/2
-2-4, 1/16 x 1
-3-4, 3/32 x 1 
-3-6, 3/32 x 1 1/2
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STAINLESS SCREWS
COTTER PINS, 

WASHERS & NUTS
Standard Packages 
100 & 1000 Pieces

ELASTIC STOP NUT (AN365C TYPE)
	 #632
	 #832
	 #1032
	 #428

PHILLIPS OVAL “A” & RAISED 
FINISHING WASHERS

4 x 1/2 POA
4 x 3/4 POA
6 x 1/2 POA
6 x 3/4 POA
#4 CUP WASHER
#6 CUP WASHER
#8 CUP WASHER

TOOTH LOCK WASHER
AN936 STYLE - TYPE A & B

	 #6	 #8	 #10	 1/4	 5/16	

   INTERNAL TOOTH    EXTERNAL TOOTH

TINNERMAN TYPE WASHERS 100°
	 #6
	 #8
	 #10

WIDE AREA WASHERS
25 per pack

			   970-3 pk  
			   970-4 pk

100 DEGREE COUNTERSUNK
SHEET METAL, FLAT HD. PHILLIPS

#6 X 1/2 PFB 100°
#8 X 1/2 PFB 100°
#8 X 5/8 PFB 100°
#8 X 3/4 PFB 100°

-3-8, 3/32 x 2
-4-8, 1/8 x 2
-4-10, 1/8 x 2 1/2

MS 27039C STRUCTURAL SCREWS
-0806
-0807
-0808
-0809

-0812
-1-08
-1-10



CESSNA 150/152 BELLANCA Citabria BEECH 33/35/36 Bonanza/Deb.
120/140/170 Scout 55/58 Baron
172 Viking Sundowner 180/Sport/
175   Musketeer
R172(XP) PIPER PA22 Colt/Tri Pacer ERCOUPE 415C/Forney
172RG PA23 Aztec
177/177RG PA24 Comanche GRUMMAN AA1A, AA1B
180/182/185 PA25 Pawnee Chetah/Tiger, AA5
182RG PA28 Cherokee Ag-Cat
188 PA28 Challenger/Archer
190/195 PA 28 Warrior/Archer  II/ ROCKWELL 112/114
205   Dakota
206 PA28 Arrow (Fat Wing) MOONEY M20C (69', 76')
210 PA28R Arrow (Tap. Wing) M20C (68', 77', 78')
310/320 PA30 Twin Comanche 201/231 ALL
340 PA31 Navajo
336/337 PA32 Cherokee PITTS S2A
401/402 Six/Saratoga
411/414 PA32R Lance LAKE Amphibian
421 PA34 Seneca

PA38 Tomahawk

STAINLESS 
SCREW KITS
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STAINLESS COWL FASTENER KITS
CESSNA	 150
	 172
	 177/177 RG

FUEL TANK (STRUCTURAL) SCREW KITS
CESSNA	 150/152
	 Long Range
	 172
PIPER	 PA28 (25 Gal.)
	 Long Range (36 Gal.)

CESSNA 1/4 Turn Stud
-120, -140, -180

(southco)
Retainer Lock Ring - 101

CESSNA COWL SHOCK MOUNTSInternal Star Lock Ring - 201

(Non Stainless)J7444-24 (182)   J7444-14 (150, 172)
J7444-42 NEW (172/182)

295 Side Cowl Receptacle, 

M20C
201/231



SS SCREW 
ASSORTMENT 

AND HANDI-PAK
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SS SCREW 
DISPLAY
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Other sizes for SS Display or for your own peg board display area                 
Screws 50 pc. packs  —  Lock nuts 25 pc. packs

PHILLIPS FLAT MACHINE 
SCREW
 632 x 3/8 PFMS 
 632 x 5/8	  632 x 3/4
 832 x 3/8	  832 x 5/8
 832 x 3/4	  1032 x 3/8
 1032 x 5/8
 1032 x 3/4
 632 Locknut
 832 Locknut
 1032 Locknut

PHILLIPS FLAT 
TYPE “A”
 4 x 3/8 PFA
 4 x 1/2
 6 x 3/8
 6 x 5/8
 8 x 5/8
 8 x 3/4
 10 x 1/2
 10 x 5/8
 10 x 3/4

PHILLIPS TRUSS 
MACHINE SCREW
 632 x 3/8 PTMS  
 632 x 5/8
 632 x 3/4
 832 x 3/8
 832 x 5/8
 832 x 3/4 
 1032 x 3/8
 1032 x 5/8
 1032 x 3/4

PHILLIPS TRUSS 
TYPE “A”
 4 x 3/8 PTA
 4 x 1/2 
 6 x 3/8
 6 x 5/8
 8 x 3/8
 8 x 5/8
 8 x 3/4
 10 x 5/8
 10 x 3/4

50 ea.	 632 x 1/2  PFMS
	 832 x 1/2 
	 1032 x 1/2

25 ea.	 #8 Tinnerman Washer
	 #10 Tinnerman Washer

25 ea.	 #8 Flat Washer
	 #10 Flat Washer

50 ea.	 6 x 1/2  PFA
	 8 x 1/2

50 ea.	 6 x 1/2  PTA
	 8 x 1/2
	 10 x 1/2

50 ea.	 632 x 1/2  PTMS
	 832 x 1/2
	 1032 x 1/2

Packaged Screws For “SS” Display



AN/MS 
HARDWARE
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SELF-LOCKING NUTS
These self-locking nuts with nylon color give a friction 
grip on the threads of the bolt that holds fast under all 
conditions. The all metal high temperature nuts are 
supplied in cadmium plated steel.

MS21045 Regular Hex (to 550º F)

MS21044 Regular Hex, Fiber 
(to 250º F)

	 Military	 Thread
	 Number	 Size
	 MS21045-06	 6-32
	 MS21045-08	 8-32
	 MS21045-3	 10-32
	 MS21045-4	 1/4-28
	 MS21045-5	 5/16-24

	 Military	 Thread
	 Number	 Size

Cadmium Plated Steel
	 MS21044-N06	 6-32
	 MS21044-N08	 8-32
	 MS21044-N3	 10-32
	 MS21044-N4	 1/4-28
	 MS21044-N5	 5/16-24
	 MS21044-N6	 3/8-24

	 Part	 Part	 Dia. &
	 Number	 Number	 Thread
	 AN310-3	 AN315-3	 No. 10-32
	 -4	 -4	 1/4-28
	 -5	 -5	 3/16-24
	 -6	 -6	 3/8-24

	 Part	 Equivalent	 Thread
	 Number	 Number	 Size
	 MS21078-06	 NAS1023N06	 6-32
	 MS21078-08	 NAS1023N08	 8-32
	 MS21078-3	 NAS1023N3	 10-32
	 MS21078-4	 NAS1023N4	 1/4-28
	 MS21078-5	 NAS1023N5	 5/16-24

AN310 Castle	 AN315 Plain

Two Lug Anchor Nut
Cadmium plated steel. Nylon locking 
insert. For blind mounted applications

	 Part	 Equivalent	 Thread
	 Number	 Number	 Size
	 MS21059L06	 NAS686AD6	 6-32
	 MS21059L08	 NAS686AD8	 8-32
	 MS21059L3	 NAS686AD3	 10-32
	 MS21059L4	 NAS686AD4	 1/4-28

Two Lug,  
Floating Anchor Nut
Heat treated, cadmium plated steel 
with dry film lubricant applied. High 
temp. Counterbore in base area of 
nut eliminates shimming to prevent 
bottoming on the imperfect thread. Use 
to allow engagement of thread in cases of bolt hole 
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CADMIUM 
PLATED 

INSTRUMENT 
NUTS  Cotter Pins

MS24665
Available in cadmium plated 
carbon steel.
	 Diameter 		  Carb
	 and Length	 MS24665		  AN380 
	 (Inches)		  Dash No.
	 1/32 x 3/8	 -3	 -1-1 
	 1/32 x 1/2	 -5	 -1-2 
	 1/32 x 3/4	 -7	 -1-3 
	 1/32 x 1	 -9	 -1-4
	 1/16 x 5/16	 –	 – 
	 1/16 x 3/8	 .130	 -2-1 
	 1/16 x 7/16	 –	 – 
	 1/16 x 1/2	 .132	 -2-2
	 1/16 x 5/8	 –	 – 
	 1/16 x 3/4	 .134	 -2-3 
	 1/16 x 7/8	 –	 – 
	 1/16 x 1	 .136	 -2-4
	 1/16 x 1 1/4	 -138	 -2-5 
	 1/16 x 1 1/2	 -140	 -2-6 
	 1/16 x 1 3/4	 -142	 -2-7 
	 1/16 x 2	 -143	 -2-8
	 1/16 x 2 1/2	 -144	 – 
	 1/16 x 3	 -145	 – 
	 5/64 x 1/2	 -208	 – 
	 5/64 x 5/8	 –	 –
	 5/64 x 3/4	 -210	 – 
	 5/64 x 1	 -212	 – 
	 3/32 x 1/2	 -281	 -3-2 
	 3/32 x 5/8	 –	 –
	 3/32 x 3/4	 -283	 -3-3 
	 3/32 x 7/8	 –	 – 
	 3/32 x 1	 -285	 -3-4 
	 3/32 x 1 1/8	 -286	 –
	 3/32 x 1 1/4	 -287	 -3-5 
	 3/32 x 1 1/2	 -289	 -3-6 
	 3/32 x 1 3/4	 -291	 -3-7 
	 3/32 x 2	 -292	 -3-8
	 3/32 x 2 1/2	 -294	 – 
	 3/32 x 3	 -205	 – 
	 1/8 x 1/2	 -340	 -4-2 
	 1/8 x 3/4	 -351	 -4-3
	 1/8 x 1	 -353	 -4-4 
	 1/8 x 1 1/8	 –	 – 
	 1/8 x 1 1/4	 -355	 -4-5 
	 1/8 x 1 1/2	 -357	 -4-6
	 1/8 x 1 3/4	 -359	 -4-7 
	 1/8 x 2	 -360	 -4-8 
	 1/8 x 2 1/4	 -361	 – 
	 1/8 x 2 1/2	 -362	 -4-10
	 5/32 x 1	 -419	 -5-4 
	 5/32 x 1 1/2	 -423	 -5-6 
	 5/32 x 2 1/2	 -428	 -5-10

DIAMETER

LENGTH

INSTRUMENT MOUNTING NUTS
Cage-type. Permit mounting of aircraft 
instruments from the front of the panel.  
No change in panel or instrument 
design required. Non-magnetic (speed 
nut is brass; cage is phosphor bronze). 
Conform to MIL-N3336. Gage is easily 
compressed with finger-pressure to 
allow insertion of legs into clearance holes. When fully 
inserted and pressure is released, legs spring apart; 
retain SPEED NUT in screw receiving position. Turned-
down corners hold firm against force of inserting screw 
and screw-tightening torque. All instrument mounting 
nuts listed below take a 6-32 machine screw.

	 MS	 Tinnerman	 NAS	 Panel 
	 Part No.	 Part No.	 Part No.	 Thickness
	 MS33737-9	 A8938-632-493	 487-13	 .062
	 MS33737-10	 A8939-632-493	 487-14	 .091
	 MS33737-11	 A8939-632-493	 487-15	 .125
	 MS33737-12	 A8940-632-493	 487-16	 .187
	 MS33737-13	 A8941-632-493	 487-17	 .250
	 MS33737-14	 A8942-632-493	 487-18	 .313
	 MS33737-15	 A8943-632-493	 487-20	 .375
	 MS33737-16	 A8944-632-493	 487-21	 over .375
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AN6227B, AN6230B, MS28775
The same compound is used for all three part numbers. For use in aircraft hydraulic 
systems using  MIL-H-5606 petroleum base hydraulic fluid at -65°F to +160°F.

				    AN6227B	 Same	 MS28775
				    Meets	 As	 Meets
	 I.D.	 O.D.	 W.	 MIL-P5516B		  MIL-P-25732

1/8	 1/4	 1/16	 AN6227B-1	 MS28775-006
5/32	 9/32	 1/16	 AN6227B-2	 MS28775-007
3/16	 5/16	 1/16	 AN6227B-3	 MS28775-008
7/32	 11/32	 1/16	 AN6227B-4	 MS28775-009
1/4	 3/8	 1/16	 AN6227B-5	 MS28775-010
5/16	 7/16	 1/16	 AN6227B-6	 MS28775-011
3/8	 1/2	 1/16	 AN6227B-7	 MS28775-012
3/8	 9/16	 3/32	 AN6227B-8	 MS28775-110
7/16	 5/8	 3/32	 AN6227B-9	 MS28775-111
1/2	 11/16	 3/32	 AN6227B-10	 MS28775-112
9/16	 3/4	 3/32	 AN6227B-11	 MS28775-113
5/8	 13/16	 3/32	 AN6227B-12	 MS28775-114
11/16	 7/8	 3/32	 AN6227B-13	 MS28775-115
3/4	 15/16	 3/32	 AN6227B-14	 MS28775-116
3/4	 1	 1/8	 AN6227B-15	 MS28775-210
13/16	 1-1/16	 1/8	 AN6227B-16	 MS28775-211
7/8	 1-1/8	 1/8	 AN6227B-17	 MS28775-212
15/16	 1-13/16	 1/8	 AN6227B-18	 MS28775-213
1	 1-1/4	 1/8	 AN6227B-19	 MS28775-214
1-1/16	 1-5/16	 1/8	 AN6227B-20	 MS28775-215
1-1/8	 1-3/8	 1/8	 AN6227B-21	 MS28775-216
1-3/16	 1-7/16	 1/8	 AN6227B-22	 MS28775-217
1-1/4	 1-1/2	 1/8	 AN6227B-23	 MS28775-218
1-5/16	 1-9/16	 1/8	 AN6227B-24	 MS28775-219
1-3/8	 1-5/8	 1/8	 AN6227B-25	 MS28775-220
1-7/16	 1-11/16	 1/8	 AN6227B-26	 MS28775-221
1-1/2	 1-3/4	 1/8	 AN6227B-27	 MS28775-222
1-1/2	 1-7/8	 3/16	 AN6227B-28	 MS28775-325
1-5/8	 2	 3/16	 AN6227B-29	 MS28775-326
1-3/4	 2-1/8	 3/16	 AN6227B-30	 MS28775-327
1-7/8	 2-1/4	 3/16	 AN6227B-31	 MS28775-328
2	 2-3/8	 3/16	 AN6227B-32	 MS28775-329
2-1/8	 2-1/2	 3/16	 AN6227B-33	 MS28775-330
2-1/4	 2-5/8	 3/16	 AN6227B-34	 MS28775-331
2-3/8	 2-3/4	 3/16	 AN6227B-35	 MS28775-332
2-1/2	 2-7/8	 3/16	 AN6227B-36	 MS28775-333
2-5/8	 3	 3/16	 AN6227B-37	 MS28775-334
2-7/8	 3-1/4	 3/16	 AN6227B-39	 MS28775-336
3-1/8	 3-1/2	 3/16	 AN6227B-41	 MS28775-338
3-1/4	 3-5/8	 3/16	 AN6227B-42	 MS28775-339
3-3/8	 3-3/4	 3/16	 AN6227B-43	 MS28775-340
3-1/2	 3-7/8	 3/16	 AN6227B-44	 MS28775-341
3-5/8	 4	 3/16	 AN6227B-45	 MS28775-342
3-3/4	 4-1/8	 3/16	 AN6227B-46	 MS28775-343
3-7/8	 4-1/4	 3/16	 AN6227B-47	 MS28775-344
4	 4-3/8	 3/16	 AN6227B-48	 MS28775-345
4-1/8	 4-1/2	 3/16	 AN6227B-49	 MS28775-346
4-1/4	 4-5/8	 3/16	 AN6227B-50	 MS28775-347

				    AN6230B	 Same	 MS28775
				    Meets	 As	 Meets
	 I.D.	 O.D.	 W.	 MIL-P5516B		  MIL-P-25732

1-5/8	 1-7/8	 1/8	 AN6230B-1	 MS28775-223
1-3/4	 2	 1/8	 AN6230B-2	 MS28775-224
1-7/8	 2-1/8	 1/8	 AN6230B-3	 MS28775-225
2	 2-1/4	 1/8	 AN6230B-4	 MS28775-226
2-1/8	 2-3/8	 1/8	 AN6230B-5	 MS28775-227
2-1/4	 2-1/2	 1/8	 AN6230B-6	 MS28775-228
2-3/8	 2-5/8	 1/8	 AN6230B-7	 MS28775-229
2-1/2	 2-3/4	 1/8	 AN6230B-8	 MS28775-230
2-5/8	 2-7/8	 1/8	 AN6230B-9	 MS28775-231
2-3/4	 3	 1/8	 AN6230B-10	 MS28775-232
2-7/8	 3-1/8	 1/8	 AN6230B-11	 MS28775-233
3	 3-1/4	 1/8	 AN6230B-12	 MS28775-234
3-1/8	 3-3/8	 1/8	 AN6230B-13	 MS28775-235
3-1/4	 3-1/2	 1/8	 AN6230B-14	 MS28775-236
3-3/8	 3-5/8	 1/8	 AN6230B-15	 MS28775-237
3-1/2	 3-3/4	 1/8	 AN6230B-16	 MS28775-238
3-5/8	 3-7/8	 1/8	 AN6230B-17	 MS28775-239
3-3/4	 4	 1/8	 AN6230B-18	 MS28775-240
3-7/8	 4-1/8	 1/8	 AN6230B-19	 MS28775-241
4	 4-1/4	 1/8	 AN6230B-20	 MS28775-242
4-1/8	 4-3/8	 1/8	 AN6230B-21	 MS28775-243
4-1/4	 4-1/2	 1/8	 AN6230B-22	 MS28775-244
4-3/8	 4-5/8	 1/8	 AN6230B-23	 MS28775-245
4-1/2	 4-3/4	 1/8	 AN6230B-24	 MS28775-246
4-5/8	 4-7/8	 1/8	 AN6230B-25	 MS28775-247

I.D.

O-Rings Fuel Resistant MS29513
For use with hydrocarbon fuels MIL-F-5572, MIL-F-5616 and MIL-F-5624 at 
temperatures from -65°F to +200°F.

	 MS29513	 I.D.	 O.D.	 W	 MS29513	 I.D.	 O.D.	 W
	 Dash No.	 (In)	 (In)	 (In)	 Dash No.	 (In)	 (In)	 (In)

-006	 .114	 .254	 .070	 -020	 .864	 1.004	 .070
-008	 .176	 .316	 .070	 -111	 .424	 .630	 .103
-010	 .239	 .379	 .070	 -138	 2.112	 2.318	 .103
-011	 .301	 .441	 .070	 -155	 3.987	 4.193	 .103
-012	 .364	 .504	 .070	 -232	 2.734	 3.012	 .139
-013	 .426	 .566	 .070	 -238	 3.484	 3.762	 .139
-014	 .489	 .629	 .070	 -338	 3.100	 3.520	 .210
-015	 .551	 .691	 .070
-018	 .739	 .879	 .070

Tube Fitting/Boss Gasket/ 
O-Ring MS28778
Supersedes AN6290

	 MS28778	 Old AN6290	 Tube O.D.	 I.D.	 W
	 Dash No.	 Dash No.	 Nominal	 (In)	 (In)	
	 -2	 -2	 1/8	 .239	 .064
	 -3	 -3	 3/16	 .301	 .064
	 -4	 -4	 1/4	 .351	 .072
	 -5	 -5	 5/16	 .414	 .072
	 -6	 -6	 3/8	 .468	 .078
	 -8	 -8	 1/2	 .644	 .087
	 -10	 -10	 5/8	 .755	 .097
	 -12	 -12	 3/4	 .924	 .116

	 Part	 I.D.	 Alternative
	Number	 (Inches)	 Part No.	
	AN900-4	 1/4	 MS35769-2
	 -5	 5/16	 -5
	 -6	 3/8	 -6
	 -7	 7/16	 -8
	 -8	 1/2	 -9
	 -9	 9/16	 -10
	 -10	 5/8	 -11
	 -11	 11/16	 -13
	 -12	 3/4	 -15
	 -13	 13/16	 -17
	 -14	 7/8	 -18

	 Part	 I.D.	 Alternative
	Number	 (Inches)	 Part No.	
	 -15	 15/16	 -20
	 -16	 1	 -21
	 -17	 1-1/16	 -24
	 -18	 1-1/8	 -26
	 -20	 1-1/4	 -31
	 -21	 1-5/16	 -33
	 -22	 1-3/8	 -35
	 -24	 1-1/2	 -39
	 -26	 1-3/4	 -42
	 -29	 1-13/16	 -51
	 -30	 1-7/8	

AN900 Gaskets
Annular copper asbestos gaskets. 
Ring width is 1/8”; thickness is 3/32”.

AN901 Gaskets
Tube connection seals made of aluminum 
alloy. Order according to the tube size of 
the fittings with which the gasket is used.

	 Dash	 Tube O.D.
	Number	 (Inches)	
	 -4A	 1/4
	 -5A	 5/16
	 -6A	 3/8
	 -8A	 1/2
	 -10A	 5/8
	 -12A	 3/4
	 -16A	 1

◊
B
O.D.◊

A
I.D.

O-RINGS
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CONDOR 
AIRCRAFT TIRES

TYPE III AIRCRAFT TIRES
All tires are tube-type, with maximum ground speed 120 mph (104 knots).

The new standard in premium quality tires is 
CONDOR. Deep rib tread and square shoulder 
cross section give you unsurpassed  
performance for all light aircraft.

Fully FAA TSO’d

SIZE PLY

RATING

5.00-5 4
5.00-5 6
6.00-6 4
6.00-6 6
6.00-6 8
6.50-8 6
6.50-8 8
6.50-10 8
6.50-10 10
7.00-6 6
7.00-6 8
8.00-6 6
8.50-10 8
8.50-10 10
15x6.00x6 6
2.80/2.50-4 Tailwheel 4

TUBES FOR CONDOR TIRES

SIZE VALVE SIZE VALVE
5.00-5 TR67A 7.00 / 8.00-6 TR20
6.00-6 TR20 8.50-10 TR25
6.50 / 7.00-8 TR15 15x6.00x6 TR20
6.50-10 TR25 2.80/2.50-4 Tailwheel TR87A
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66-105 replaces:
(Cleveland- 66-30, 66-55)

(Airborne 313)
66-106 replaces: 

(Cleveland- 66-2, 66-3, 66-56)
66-108 replaces:

(Cleveland- 66-59)
66-109 replaces:

(Cleveland- 66-87)
(Cessna B30026)  (Airborne 487)

BRAKE RIVET TOOL
#825

METALLIC LININGS

66-15	 66-19	 66-22	 66-33
66-62	 66-65	 66-66	 66-68

BRAKE LININGS
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STEEL BRAKE 

Heat treated for unsurpassed durability!
5 year warranty! Compatible with all types of linings!

FAA approved
RA164-00206
RA164-00300
RA164-00400
RA164-00500
RA164-00700
RA164-00806
RA164-00900
RA164-01000
RA164-01300
RA164-01406
RA164-01501
RA164-01506
RA164-01600
RA164-01700

RA164-01900
RA164-02000
RA164-02201
RA164-02300
RA164-02504
RA164-02505
RA164-02601
RA164-02706
RA164-02707
RA164-02800
RA164-03006
RA164-03106
RA164-03206
RA164-03300

RA164-03506
RA164-03905
RA164-04000
RA164-04300
RA164-04406
RA164-04800
RA164-05005
RA164-05500
RA164-05700
RA164-05806
RA164-06106
RA164-06306
RA164-06406
RA164-06506

RA164-06700
RA164-06900
RA164-07200
RA164-07400
RA164-07500
RA164-07700
RA164-07800
RA164-07906
RA164-08100
RA164-08200
RA164-08300
RA164-08408
RA164-08500
RA164-09100

RA164-09900
RA164-20308
RA164-20500
RA164-20600
RA164-20700
RA164-20806
RA164-20900
RA164-21000
RA164-21100
RA164-21200
RA164-21500
RA164-21600
RA164-21900
RA164-22000

RA164-22201
RA164-22400
RA164-22900
RA164-23000
RA164-30388
RA164-30398
RA164-30414
RA164-30440
RA164-30815-1
RA164-30615-2
RA164-30615-3
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LAMPS

T330
12 VoIt

T1816
12 VoIt

T1818 
24 Volt

T1820 
24 Volt

T1309 
28 Volt

T327  
24 Volt

T1683
28V, 32 candle power dual filament

T305
28V, 15 candle power

T307
28V, 21 candle power

T1073
12V, 32 candle power 
12-volt used in many Grimes tail light 
installations (same as 1777, but more 
candle power).

GE1939X-1940
1939X-24V, WRM 44KA 
1940-12V, WRM 45KA

T7512-12
Replaces A7512-12, W1290 & 1512
12V/26W 300 hrs. Avg. Life
12 volt navigation light bulb. Fits
most 12-volt general aviation aircraft.

T7512-24
Replaces A7512-24, W1290 & 1524 
28V/26W 300 hrs. Avg. Life
24-volt navigation light bulb. Fits 
most 24-volt general aviation aircraft.

Navigational, Cockpit, Recognition
Replacement lamps for most general aviation aircraft. 

Outstanding price in realistic quantities.

T53
12 VoIt
T89 
12 Volt
T303 
28 Volt
T90 
12 Volt
T93 
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CESSNA/AEROFLASH 
LAMP 

SEALED BEAM

PAR

Direct replacement for Cessna PN’s C17312-3 (12V) and C17312-1 (24V) or Aeroflash 
PN’s 40-0028 & 40-0003. These long life halogen lamps offer greater light output with 
increased life and reduced costs.
Heavy filament construction and improved manufacturing techniques produce a more 
efficient rugged and economical lamp for aircraft use. These special design and manufac
turing techniques produce a lamp far superior to any previously offered. They will increase 
your customer satisfaction and your sales.

SPECIFICATIONS	 12 VOLT		 24 VOLT
Part Number	 T14V125W		 T28V150W
Approval	 FAA-PMA		 FAA-PMA	
Light Output (Lumens)	 2400 ± 10%		 3630 ± 10%
Color Temp. (Nominal)	 3000°K		 3150°K
Power Rating	 125 Watts		 150 Watts
Current Drain (Nom.)	 10.2 Amps		 5.7 Amps
Average Life	 500 Hours		 500 Hours
Base Type	                            Double Contact Bayonet 
Type

Compare price and 
quality on these 

fine 
halogen lamps

GENERAL ELECTRIC SEALED BEAM LAMPS

VOLTAGE AEROFLASH

PART NO.

CESSNA

PART NO. WHELEN

24V

12V

40-0003

40-0028

C17312-1

C17312-3

34-0226010-91

34-0212010-97

SEALED BEAM LAMP
4313

4416

4421

4541

4551

4552

Q4559

Q4559X

Q4566

4589

4591

4593

4626

4627


Q4629
4435

4509


Q4509

4553

4554


Q4554

4570

4571

4580

4594

4595

4596

Q4631

Q4632

4634

4515

4522

4537

4555

4557

4559

4581

4582

4587

Q4597

4614

4623

4635

Q4681

5557

Actual Size
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STROBE FLASH 
TUBES 

and LENSES
A427

A428

FOWARD 
POSITION 

LIGHT 
LENSES

T 1284 LENS  Red, Green & Clear

TA 4513-1   Tail Lens

GASKETS

T 1283 Gasket

Part No.
150-0002
150-0015
111-0001
111-0004
073-0002
080-0001
073-0021

111-0001 Dome (Red)
111-0004 Dome (Clear)

073-0002 Clamp

080-0001 Gasket

073-0021 Mounting Plate
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AEROFLASH 
Strobes and Warning Systems 

for Aircraft

SPARE PARTS
	 PART #		 DESCRIPTION
	
	 152-0007A	 12 Volt Power Supply (s/s 152-0008)
	 152-0010	 24 Volt Power Supply
	 073-0217	 Cable Assembly, 35’
	 080-0008	 Gasket, (111-001, 4 Mount Plate)
	 073-0141	 Flashtube, Fuselage Mount
	 111-0001	 Red Dome, Fuselage Mount
	 111-0004	 Clear Dome, Fuselage Mount
	 080-0001	 Gasket, (111-001, 4 Hold Down Bracket)
	 073-0270	 Flashtube, Wingtip Strobe
	 101-0084	 Hold Down Bracket, Strobe Lens
	 080-0018	 Gasket EMI Coated
	 111-0016	 Clear Lens, Wing Tip Strobe
	 101-0020	 Hold Down Bracket, Fuselage Strobe

FuseIage Mount Set
MODEL NO.	 156-0017	 CONSISTS OF:
	 One—	 152-0007A	 12 Volt Power Supply
	 One—	 163-0001	 Light Assembly
	 One—	 073-0217	 Cable Assembly

MODEL NO.	 156-0018	 CONSISTS OF:
	 One—	 152-0010	 24 Volt Power Supply
	 One—	 163-0001	 Light Assembly
	 One—	 073-0217	 Cable Assembly

Wing Tip Sets
MODEL NO.  	 156-0003  	 CONSISTS OF:
	 Two—  	152-0007A	 12 Volt Power Supply
	 Two—	 153-0005  	 Light Assembly

MODEL NO.  	 156-0004  	 CONSISTS OF:
	 Two—	 152-0010	 24 Volt Power Supply
	 Two—	 153-0005  	 Light Assembly
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ENGINE 

	 PART NUMBER	 DESCRIPTION
	 649990	 Intake
	 649975	 Intake
	 649976	 Intake
	 649986	 Accessory
	 653728	 Rocker
	 T536413	 Intake
	 T61173	 Oil Screen
	 T62224	 Mag
	 T646234	 Rocker
	 T653191	 Rocker
	 T67193	 Rocker
	 T71450	 Rocker
	 T71973	 Intake
	 T75906	 Rocker
	 TLW12681	 Mag

T536413

649976
649986

649975

653728

649990

T646234

T71450



SILICONE VALVE 
COVER GASKETS

FAA-PMA
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ORDER PART NO.

TS-530162

TS-532451

TS-534857

TS-632310

TS-632459

TS-67193

TS-71450

TS-75906

CONTINENTAL

LYCOMING

A-65, 75
C-75, 85, 90, 125-2, 145-2, 2h
O-200
O-300-A, B, C, D	 GO-300-A, C, D E

E-185-1, 3, 8, 9, 11	E-225-4, 8
O-470-A, E, J	 IO-470-J, K

O-470-B, G, K, L, M, P, R, S
IO-470-D, E, F, G, H, L, M, N, P, R, S, U, V
IO-520-A, BA, C, D, E, F, J, K, L, M
TIO-520-B, X, D, E, G, H, J, K, L, M, N, P,
      -R, T, I, VB, WB

O-360-A, B, C, D, G, H, J, K
TSIO-360-A, B, C, D, E, F	LTSIO-360-E

GTSIO-520-C, D, F, H, K, L, M, N

IO-360	 IO-540	 IO-720
GO-435	 GO-480
VO-435	 VO-540	 TVIO-540

IO-540-B1A5, B1C5, E1A5, E1B5, M1A5
TIO-540-A1A, A1B, A2A

O-235		 0-290		  0-320
0-360		  0-540
IO-320	 IO-540	 HIO-360     



Style Use As Replacement For: Use on These
Engine ModelsOEM P/N Airborne P/N Superior P/N

 Solid  630365  N/A  SA630365  10-360-A, C, D, G, H, 
      J, K

 Spiral Wound  N/A  970  N/A  10-360-A, C, D, G, H, 
      J, K
 TS10-360-A, B

 Solid  631544
 537379

 158  SA631544  O-470-B, G, K, L, M, 
     P, R, S, U

 Spiral Wound  628260  972  SA628260  O-470-B, G, K, L, M, 
     P, R, S, U
 10-470-D, U, V
 TS10-470-B
TS10-520-B, C, D
CTS10-520-C, D

 Solid  75118
 73720
 67196
 65321

 160  N/A  All engines using 
 two (2) hole
 exhaust flanges
 Lycoming

 Spiral Wound  77611  1000  SL77611

 Solid  LW15619
 74756

 161  SL15619  All engines using 
 three (3) hole
 exhaust flanges
 Lycoming Spiral Wound  LW15486  971  N/A

BLO-
PROOF 

EXHAUST 
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Use OEM P/N When ordering



SPARK PLUGS
- MOST MODELS IN 
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OIL FILTERS - ALL MODELS 

MISCELLANEOUS
HYDRAULIC

FILTERS

(AN6235-1A)
(AN6235-2A)
(AN6235-3A)
(AN6235-4A)

SPARK PLUG
REPLACEMENT GASKETS

M-674*
18mm Solid Copper

M-677*
18mm Folded Steel

*Packaged 100 per box, one size

No. 2612 
Spark Plug

Thread Lubricant

A high-temperature, 
graphited lubricant 
for application to 
spark plug installation 
threads to prevent 
galling and seizure. 
Sturdy plastic 4 fl. 
oz. bottle with brush 
attached to cap.

Anti
lead-
fouling
plug

Part No.
REM37BY

Short reach, 5/8-24
Sheilding Thread, Twin 
Electrodem 18 mm, 
gap 016.

Long reach, Large 3/4 20 
Shielding Thread Barrel, 
Massive 2 prong, Nickel 
Alloy Ground Electrodes, 
Copper Cored, Capped 
Center Electrode.

Part Nos.:
RHB29E
RHB32E
RHB37E

Short reach, Small 5/8 
24 Shielding Thread 
Barrel, Massive 2 Prong, 
Nickel Alloy Ground 
Electrodes, Copper 
Cored, Capped Center 
Electrodes.

Part Nos.:
REM38E
REM40E replaces
        EM41E



AERODUCT-
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SCAT	 Inches

		  Diameter
	 2	 1/2	 5’ Length Only
	 2A	 5/8	 5’ Length Only

	 SCAT	 Diameter (Inches)
	 12	 3
	 13	 3-1/4
	 14	 3-1/2
	 15	 3-3/4
	 16	 4
	 18	 4-1/2
	 20	 5
	 24	 6	

“AERO DUCT” types meet applicable 
FAA and military specifications.

SILICONE IMPREGNATION (Stocked in 11 
foot lengths).
SCAT-1 ply same as CAT except with 
silicone rubber impregnation. From 
-80 degrees F to over 450 degrees F. 
Aircraft and industrial type.

MIL-H-6000 B HOSE
Designed to handle oil, alcohol, coolant, fuel and water in all aircraft engine installations. 
Constructed of an oil resistant tube, reinforced with one braid of high strength mildew resistant yarn. 
Covered overall with a rugged oil and ozone resistant rubber compound. Ideal for severe engine 
compartment applications. Minimum Burst: 1000 PSI on hose sizes 1/4” through 1”.

 1/2 Length (5’) and Full Length (10’)  Available in the following sizes:
 	 1/4” I.D.	 3/8” I.D.	 5/8” I.D.	 7/8” I.D.
	 5/16” I D.	 1/2” I D.	 3/4” I.D.	 1” I.D.

	 SCAT	 Diameter (Inches)
	 3	 3/4
	 3A	 7/8
	 4	 1
	 5	 1-1/4
	 6	 1-1/2
	 7	 1-3/4
	 8	 2
	 9	 2-1/4
	 10	 2-1/2
	 11	 2-3/4

AVAILABLE in 5-1/2’ Half Lengths or
11’ Standard Length



BRACKETT 
AIR FILTERS
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• �FAA-PMA APPROVED 83 DIFFERENT MODELS.	
• �OUR PATENTED TREATED FOAM HAS A 98% EFFICIENCY  

RATING.	  
• �YOU REPLACE ONLY THE LOW COST ThROW A WAY 

ELEMENT.	
• �EASY, ACCURATE SERVICING BY REPLACEMENT AT  

SPECIFIED TIMES.
• ��READILY AVAILABLE TO ALL F.B.O.’S DISTRIBUTED BY MOST 

MAJOR AIRCRAFT SUPPLY HOUSES.	
• �DUAL STAGE FOAM ELEMENT INCREASES DUST HOLDING 

REASONS TO CHOOSE A BRACKETT FILTER
• �IT’S A PROVEN FILTER. BRACKETT AIR FILTERS (FORMERLY AC) 

HAVE BEEN IN SERVICE ON AIRCRAFT AND HELICOPTERS SINCE 
1968. AT PRESENT BRACKETT FOAM FILTERS ARE INSTALLED 
AS FACTORY ORIGINAL EQUIPMENT ON ELEVEN CURRENT 
PRODUCTION 
AIRCRAFT AND ONE HELICOPTER.

• �OUR FOAM FILTER IS UNAFFECTED BY WATER (APPROVED FOR SEA 
PLANES). IT HAS NO PLEATS TO STORE DIRT AND IS ABRASIVE  
RESISTANT.

• �THE CUT-A-WAY SHOWS THE EXCLUSIVE BRACKETT FILTER FRAME 

DON’T NEGLECT YOUR AIR FILTER
A QUOTE FROM LYCOMING FLYER: “Dust or some form of dirt is frequently the principle factor in premature piston 
ring and cylinder wear. If a worn or poorly fit air filter allows as much as a tablespoon of abrasive dirt material into the 
cylinders, it will cause wear to the extent that an overhaul will be required.”

APPLICATION DATA:



© 2005 Trimcraft Aviation

TRIMCRAFT AVIATION, INC. • P.O. Box 488 • Genoa City, WI 53128

1-800-558-9405       FAX 262-279-3350 25



P/N 1J7-1	 VACUUM INSTRUMENT CENTRAL GYRO AIR 
FILTER: .3 Micron pleated paper element with two 
3/8” installation tubes.

P/N B3-5-1	 VACUUM RELIEF & PUMP INLET FOAM GARTER 
FILTER: Foam Polyurethane Garter filter. Fits all 
Airborne series 133 and 2H3 Regulating Valves.

P/N D9-14-5	 REPLACEMENT ELEMENT used in Airborne 1J2 
series Inlet Filter (Except 1J2-2).

P/N D9-14-3	 REPLACEMENT ELEMENT used in Airborne 1J2-2 
series Inlet Filter.

P/N D9-18-1	 REPLACEMENT ELEMENT used in RA 1J7-1 
Vacuum Instrument Central Gyro Air 
Filter Assembly.

P/N 1J4-4	 LINE MOUNTED FILTER- 1/2” x 1/2” beaded tube. 
Overall length 5-3/4”.

P/N 1J4-6	 LINE MOUNTED FILTER- 5/8” x 5/8” beaded tubes. 
Overall length 6-3/4”.

P/N 1J4-7	 LINE MOUNTED FILTER- 5/8” x 5/8” beaded tubes. 
Overall length 5-1/2”.

P/N 1J10-1	 GYRO FILTER- (Cessna P/N C294502-0101)

PNEUMATIC 
FILTERS
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•	 VACUUM INSTRUMENT CENTRAL GYRO FILTERS: 
Replace at least every 500 flight hours or annually, whichever comes first, to protect gyros.

•	 VACUUM RELIEF AND PUMP INLET FOAM GARTER FILTERS: 
Replace every 100 hours to protect the relief valve seat and vacuum pump.

•	 PRESSURE/VACUUM SYSTEM INLET FILTERS: 
Replace at least every 500 flight hours or annually, whichever comes first.

•	 INLINE FILTERS FOR PRESSURE SYSTEMS: 
Replace every 500 flight hours or at pump change to provide a supply of filtered air to the 
system components.

IDENTIFICATION
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DON’T THROW AWAY 
THOSE AIRBORNE PUMP 

CORES!

	 Rebuilt by FAA approved repair station #C61-51
	 400 hours warranty or one year in service -  

same as factory new
	 Yellow tagged-return to service
	 All new carbon parts

J
J

 
J

J

PUMP CORES NEEDED

MODEL #
211CC, 211CC-9, 212CW 

241, 242 Series 
441CC Series 
442CW Series 

442CW-12

The new RA 215CC/RA216CW replacement pump. FAA-PMA approved to 
replace Airborne 211CC/212CW and 215CC/216CW.

NEW 441CC SERIES and 442 CW SERIES 
NOW AVAILABLE

COOLING FINS
Our new pump has cooling fins machined into the cavity providing for 
more surface area to cool the pump and add life. Our new cavity with 
advanced coating is proven to provide optimum vacuum and reduce vane 
wear. Laser precise ports provide unmatched airflow.

BEVELED ROTOR
Placing a bevel on the inlet side of our exclusive rotor at each vane 
allows small particles to pass without destroying the pump. The angle the 
vanes exit the rotor are optimized for pump life.

INLET SCREEN
Our exclusive inlet screen, which fits directly in your fitting, will prevent 
large particles from entering the pump and damaging the carbon. 
Extensive field and laboratory testing revealed the screen stabilized air 
inflow providing smoother, more efficient operation.



STANDBY 
PNEUMATIC 

SYSTEMS
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VACUUM PUMP WRENCH

FAA-PMA Kits STC’ed for all Bonanzas

FEATURES:
Comes into service automatically
if primary pump fails.
Available in 12 or 24 volts systems.
Employs electric clutch for engagement.
“MANUAL ON” mode for preflight
system check.
Low 1 Amp current draw.
No radio interface as with
electric motor driven pumps.

ORDER PART #:

400- V-12	 12 volt Vacuum
400-P-12	 12 volt Pressure
400-V-24	 24 volt Vacuum
400-P-24	 24 volt Pressure

Order Part #: RA716

Designed for those hard to reach 
vacuum pump flange nuts. 
Nickel plated hardened steel. 
Laser cut to allow wrench 
 to stay square on nut.
Plastic coated handle.



29

© 2005 Trimcraft Aviation

TRIMCRAFT AVIATION, INC. • P.O. Box 488 • Genoa City, WI 53128

1-800-558-9405       FAX 262-279-3350

RAPCO, INC.
REPLACEMENT 

AIRCRAFT PARTS CO.

RA1K8-6-10 Fitting
• FAA-PMA Approved
	 RA1K8-6-10 Fitting. 
• This 152 Degree 5/8” 
fitting is
	 used in most outlet 
threaded
	 ports of vacuum 
pumps, and is
	 direct replacement for 
the
	 Airborne Model 1K8-6-
10.
• This fitting has superior 
flow

RA2H3-12 Regulator
• FAA-PMA Approved 2H3-12 Vacuum Regulator. 
• This regulator is used in most General Aviation 
applications and
	 is a direct replacement for the Airborne Model 
2H3-12, and
	 superceeds the 2H3-23, 2H3-16 in most cases.
• The Regulator has been available in the home 
build market for 5
	 years and has performed flawlessly in all 
applications.
• Regulators come preset to 5.0 PSI in inches of 
Mercury (Hg) and
	 are tested for consistent pressure output at 

R A 1 K 3 1 - 4 - 6 - 4 
Fitting
• FAA-PMA Approved
	 RA1K31-4-6-4 
Instrument
	 “T” Fitting. 
• This “T” fitting is 
used in
	 most threaded 
ports of the
	 flight instruments. 
• The new Rapco, Inc. 
fitting

RA1K1-6-10 Fitting
• FAA-PMA Approved
	 RA1K1-6-10 Fitting.
• This 90 Degree 5/8”
	 fitting is used in 
most inlet 
	 threaded ports of 
vacuum
	 pumps, and has 
superior
	 flow and low 
pressure loss.
• The new Rapco Inc. 
fitting
	 is a direct 

RA1K10-4-6 Fitting
• FAA-PMA Approved RA1K10-4-6 Fitting. 
• This fitting is used in most inlet threaded ports of 
the flight
	  instruments. This fitting is a direct replacement 
for the
	 Airborne Model 1K10-4-6.
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VACUUM SYSTEM 

1 	 RA215CC or RA216CW Vacuum Pump with Gasket
1 	 RA2H3-23 Vacuum Regulator with Garter Filter
1 	 RA-1J7-1 Filter Assembly
1 	 RA1K1-6-10 90° 5/8” Fitting
1 	 RA1K8-6-10 152° 5/8” Fitting
2 	 RA1K31-4-6-4  3/8” and 1/4” T-Fitting
2	 RA1K10-4-6  3/8” Fitting

1	 Suction Gauge
1	 5/8” x 3’ Hose
1	 3/8” x 5’ Hose
1	 1/4” x 6’ Hose
12	 04  5/8” Hose Clamp
2	 06  7/8 Hose Calmp
1	 Installation Diagram

Kit Contents



1	 Suction Gauge
1	 5/8” x 3’ Hose
1	 3/8” x 5’ Hose
1	 1/4” x 6’ Hose
12	 04  5/8” Hose Clamp
2	 06  7/8 Hose Calmp
1	 Installation Diagram

OVERHAULED 
FUEL & OIL 

1184-00-1
1296-00-1
1420-00-1
1458-00-1
1471-00-3

1499-00-19
1500-00-35
4140-00-1

4140-00-11
4140-00-19

4140-00-19A

4140-00-218
4140-00-21A
4140-00-301
4140-00-39
4140-00-57
4140-00-7
4404-00-1
4404-00-7
4613-00-1
4613-00-3
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1B5-6
1B5-8
3B7-4
1B9-4
1C3-4
1C6-9
1C6-10
1C6-17
1C7-9
1C7-12
1C7-13
1C7-15
1C7-17
1C12-1

1C12-3
1C12-17
1C12-23
1C12-32
1C15-1
1C15-4
1C15-7
1C27-4
1C27-5
1C36-1*
1C38-1
1C42-1
1C44-1
1C44-2

1C45-2
1C45-3
1C49-5
1C54-1
1C55-2
1C56-2
1C64-1
1C64-5
2B6-6
2B6-9
2B6-16
2B6-28
2B6-32
2B6-33

2B6-34
2B6-35
2B6-36
2B6-44
2B6-47
2B6-50
2B6-51
2B6-52
2B6-63
2B6-64
2B6-69
2B6-72
2B6-73
2B6-75

2B6-84
2B6-86
2B7-1

2B7-29
2B7-34
2B7-35
2B7-40
2C6-2
2C6-3
2C6-5
2C6-7
2C6-8

2C12-1
2C35-3

2C37-2
1D1-6
1D1-7
1D1-8
1D2-7
1D2-9

1D2-12
1D2-13
1D2-14
1D2-17
1D3-4

*Overhaul of 
Cartridge Only

FUEL PUMP EXCHANGE
DUKES 

FUEL PUMP

1B5-10    AND    1B5-11
OIL PUMP EXCHANGE

1C27-5
1C27-9

1C27-10
1C27-11

1C27-12
1C27-14

1C27-18
2C27-1

2C27-2
2C27-3

FUEL PUMP CARTRIDGE EXCHANGE

	 Obsolete	 Superseded	 Obsolete	 Superseded	 Obsolete	 Superseded
	 Part No.	 Part No.	 Part No.	 Part No.	 Part No.	 Part No.
	 1C6-1.............................1C6-10	 1C27-9.........................1C27-14	 2B6-32........................... 2B6-63
	 1C6-2...............................1C6-9	 1C27-12.......................1C27-14	 2B6-33........................... 2B6-64
	 1C6-14.............................2C6-2	 1C35-1...........................1C38-1	 2B6-50........................... 2B6-63
	 1C7-3.............................1C7-12	 1C49-3...........................1C49-5	 2B6-51........................... 2B6-64
	 1C7-5.............................1C7-13	 1D2-6.............................1D2-12	 2B7-51........................... 2B7-29
	 1C15-4...........................1C54-1	 1D2-7.............................1D2-13	 3B7-1............................... 3B7-4
	 1C27-4.........................1C27-10	 1D3-1.............................1C54-1

SUPERSEDED FUEL PUMPS

RAPCO Fleet Support, Inc. All pumps overhauled - FAA Repair Station #NE5Ro64N.
WARRANTY 500 HOURS OR 6 MONTHS.
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SAFE-HEET
700 Series Silicone Pad 
Aircraft Engine Heaters

EASY TO USE	
•  Easy permanent installation.  Thin flexible pad bonds to engine oil sump.  
•  S.T.C. or 337 form not required.   
•  No engine or airframe modifications required.   
•  Complete kit contains installations materials.   
•  Uses standard 110 A.C.   
•  Can be used with a timer.

MODELS

ECONOMICAL AND EFFICIENT	
•  Puts the heat where it is needed with little loss to the surrounding atmosphere.  
•  Uses about 300 Watts.  
•  Costs about 3 cents per hour to operate.   
•  Less than 1 hour will generally warm the engine oil from subzero to safe easy starting  

temperature.   
•  Entire engine will be warm in 3 to 4 hours.   
•  Metal foil heatsink is vulcanized to pad contact face for even heat transfer.   
•  Reduces costly starter and engine abuse during cold weather starts.

SAFE
•  U.L. recognized components
•  External ground wire allows the engine and airframe to be grounded to the electrical outlet,	

reducing the risk of electrical shock in damp outdoor locations.   
•  Thermostatically controlled to maintain oil sump temperature less than 160° F.   
•  No flame or hot air to burn cowling or plastic parts.   
•  Reduces the risk of fires associated with cold starts.

700	 4” x 4” x 1/32”
720	 4” x 7” x 1/32”
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REPLACEMENT 
PROPELLER 

DE-ICE BOOTS
FAA-APPROVED ◊ ELECTRO-THERMAL ◊ CALL FOR ELIGIBILITY LISTING

DE-ICE BOOT CROSS
REFERENCE
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CARB HEAT BOX 
REPAIR KITS

KIT FG 100
For Cessna 120, 140, 150 

Piper J3, J4, J5, PA-11, PA-12,
PA-16, PA-18 (100) 
T-Craft, Luscombe,

Aeronca Champ

KIT FG 1O5
For Cessna 170 A, 170 B 172 

thru 172H, 175

GASCOLATOR GASKETS

T308-2
21⁄4” OD

3⁄32” T

HI TENSILE 
ADHESIVE
For applying seals, vent seals, 
mouldings, channels, insulation, 
wing walk, etc.  Glues rubber 
to rubber, synthetic rubber to 

synthetic rubber, synthetics or rubber to metal, 
plastics, wood, glass.
BRUSH TOP CAN

T1100-2 Pliobond 1/2 pint can

T308-25
21⁄8” OD

3⁄32” T

T308-30 2” OD
3⁄32” T

FUEL TANK CAP GASKETS

3” OD
2” ID
1⁄16” T

T66815-00
21⁄4” OD

13⁄8” ID
1⁄8” T

T10014-2

STC’d for Models Listed Above

Mfg’d to MIL-R-6855-1, as amended



F391 FLUSH VALVES
*F391 Fuel Drain Valves are original equipment on many aircraft. These valves protrude from the surface 
of the aircraft less than most other drain valves, and for this reason are referred to as F391 Flush Valves. 
*F391 Valves can be opened only with a special rod. A sampling cup with rod attached (as illustrated) 
permits draining fuel into the cup to check octane color as well as for water and other contaminants.

**The mechanism of these valves is sealed by the manufacturer and any repairs or replacement of seat 
seals is done at the factory.
	
	 1/8” Taper pipe thread**	 1/4” Taper pipe thread**	 3/8” - 24 Straight thread**

	 F391-18	 F391-14	 F391-

32	

	 7/16” - 20 Straight Thread	 1/2” - 20 Straight thread**	 7/16” - 20 Straight thread**

	 F391-72	 F391-82	  F391-53S

FUEL DRAIN 
VALVES
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CESSNA P/N
S2106-2

CESSNA P/N
S2020-1

CESSNA P/N
S2106-1

F391 FUEL TESTER
F391 Valve
Clear plastic cup with rod attached for 
opening all F391 Drain Valves.  
Cup catches gas for octane color 
check and water check. A mandatory item.
Fuel Sampler Cup
No. F391

Maule Aircraft M-5 (210 Engine), M-5 (235 Engine), 
M-5 (180 Engine), M-5 (Turbo Charged Engine), or 
aircraft with 1/8” taper fittings.

Maule Aircraft M-5 (210 Engine), M-5 (235 Engine), 
M-5 (180 Engine), M-5 (Turbo Charged Engine), or 
aircraft with 1/8” taper fittings.

Cessna T-50, Piper PA-11, PA-12, PA-18, PA-20, 
PA-22, or aircraft with 1/4” taper fittings.

Cessna 180, 182, 185, 188, 206, 207, or aircraft with 
3/8”-24 threaded fittings. 
(Cessna PT. NO. S2106-1).

Cessna 152, 172, 180, 185, 210, or aircraft with 
7/16”-20 threaded fittings. 
(Cessna PT. NO. S2106-2)

Cessna 206, 207, 210, or aircraft with 1/2”-20 
threaded fittings. (Cessna PT. NO. S2020-2)

Mooney M20J (201) and M20K (231) or aircraft with 
7/16”-20 threaded fittings.



FUEL DRAIN 
VALVES
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VALVE 	 F391 SERIES FOR USE IN:

F391-14 	 CESSNA T-50, PIPER PA-11, PA-12, PA-18, PA-20, PA-22, OR AIRCRAFT WITH 
	 1/4”  TAPER PIPE FITTING.

F391-72 	 CESSNA 152, 172, 180, 185, 210, OR AIRCRAFT WITH 7/16”-20 TREADED FITTING.
	 (CESSNA PT. NO. S2106-2)

F391-32 	 CESSNA 180, 182, 185, 188, 206, 207,  OR AIRCRAFT WITH 3/8”-24 
	 THREADED FITTING.  (CESSNA PT. NO. S2106-1)

F391-82 	 CESSNA 206, 207, 210, OR AIRCRAFT WITH 1/2”-20 THREADED FITTING. 
	 (CESSNA PT. NO. S2020-2)

F391-187 	 PIPER ARROW OR AIRCRAFT WITH 1/8”-27 THREADED FITTING.

F391-187D 	 PIPER ARROW OR AIRCRAFT WITH 1/8”-27 THREADED FITTING/ALUMINUM.

F391-187B 	 PIPER ARROW OR AIRCRAFT WITH 1/8”-27 THREADED FITTING EXCEPT BRASS.

F391-18 	 MAULE AIRCRAFT M-5 (210 ENGINE), M-5 (235 ENGINE), M-5 (180 ENGINE),  
	 M-5 (TURBO CHARGED ENGINE), OR AIRCRAFT WITH 1/8” TAPER FITTING.

F391-12 	 1/2” TUBULAR MOUNTING HEAD FOR REPLACEMENT IN BEECH BONANZA AND 
	 MODEL 836-T6C.

F391-12D 	 1/2” TUBULAR MOUNTING HEAD FOR REPLACEMENT IN BEECH BONANZA AND 
	 MODEL 836-T6C EXCEPT ALUMINUM.

F391-53S 	 MOONEY M20J (201) AND M20K (231) OR AIRCRAFT WITH 7/16”-20 
	 THREADED FITTTING.

F391-53S-M29 	 GULFSTREAM II AND GULFSTREAM III OR AIRCRAFT WITH 
	 7/16”-20 THREADED FITTING.

F391-53SC-M29 	 GULFSTREAM II AND GULFSTREAM III OR AIRCRAFT WITH 
	 7/16”-20 THREADED FITTING EXCEPT STAINLESS STEEL.

UNLESS OTHERWISE NOTED ABOVE VALVES ARE SUPPLIED IN 12L14 STEEL.

F391 FUEL TESTER
F391 Valve
Clear plastic cup with rod attached for 
opening all F391 Drain Valves.  
Cup catches gas for octane color 
check and water check. A mandatory item.
Fuel Sampler Cup
No. F391
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CURTIS 
DRAIN VALVES

Thread Size—1/8” NPT
Length—1.358”
Brass
Action—�Push to Open, Turn to 

Lock Open
Conforms to Specs.
USAF 28208, USAF 49F9798-49, 
NSN 2915-00-202-6420

CCA-1550

Thread Size—1/4” NPT
Length—1.690”
Brass
Action—�Push to Open, Turn to 

Lock Open
Conforms to Specs.
USAF 28208, USAF 49F9798-50, 
NSN 2915-00-486-5062

CCA-1600

Thread Size—1/2” NPT
Length—2.154”
Brass
Action—�Push to Open, Turn to 

Lock Open
Conforms to Specs.
USAF 28208, 
NSN 2915-00-689-3000

CCA-1700

Thread Size—1/2” I.D. Hose
Length—1.643”
Brass
Action—Spiral, Lock Open
Conforms functionally to
USAF 28208, MIL-V-25023 ASG,
NSN 2915-00-533-6592

CCA-3400

Thread Size—1/8” NPT
Length—1.358”
Brass, Cadmium-plated
Action—�Spiral, Lock Open
Conforms to Specs.
USAF 28208, USAF 49F9798-49,
NSN 2915-01-050-7496

CCA-4850

REPLACEMENT SEALS NOW AVAILABLE
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SAF-AIR 
PRODUCTS

QUICK FUEL DRAIN VALVES–PUSH TYPE
MODEL CAV-110 1/8”, NPT
FOR CESSNA 310 TIP TANKS, MOONEY MARK 20 AND 20A, ALL ERCOUPE MODELS, 
BELLANCA, TAYLORCRAFT MODEL B, STINSON 108, 108-1,108-2 AND 108-3, 
VOYAGER MODEL 10 AND 10A, NAVION, WACO VK SERIES AND UPF SEA BEE,  
(SEE TAG FOR MORE MODELS)
MODEL CAV-160  1/4” NPT
FOR PIPER MODELS PA-11, -12, -18, -20, -22  TRI-PACER, APACHE, CHAMPION, 
AERONCA, 
CESSNA T-50 AND EARLER 120 AND 140 MODELS, BEECHCRAFT AT-11 AND C18S  
(SEE TAG FOR MORE MODELS)
MODEL CAV-170 7/16-20 NF-3
FOR ALL CESSNA LATE 140 MODELS, 150, 170, 172 AND 175  
(SEE TAG FOR MORE MODELS)
MODEL CAV-180 3/8-24 NF-3
FOR CESSNA 180, 182, 185, 190, 205, 210, AND 310
CAV-110H-4, CAV-160H-4, CAV-170H-4, CAV-180H-4
ALL FOUR MODELS COME WITH 1/4” HOSE END. FM AND PMA APPROVED

PUSH AND TWIST TO LOCK OPEN
THESE NEW VALVES ARE SIMILAR TO THE VALVES ABOVE AND INCLUDE THE CAPABILITY  
OF LOCKING IN THE OPEN POSITION TO SIMPLIFY PRE-FLIGHT FUEL CHECKS.
FAA APPROVED UNDER TSO-C76
MODELS 1250 AND I250H*1/8” NPT	 MODELS 2500 AND 2500H* 1/4” NPT
MODELS 3750 AND 3750H*3/8”-24 NF	 MODELS 4375 AND 4375H* 7/16-20NF
*THESE VALVES COME WITH 1/4” HOSE ADAPTOR
MODELS CAV-110 AND 1250 - THESE VALVES FIT ALL GASCOLATORS

REPLACEMENT SEALS
TIP O-RING (ALL MODELS)  MS29513-006
SEAT 180 AND 3750 MODELS MS29513-011
SEAT 170 AND 4375 MODELS MS29513-012

OIL DRAIN VALVE - CHANGING YOUR ENGINE’S OIL HAS BEEN MADE EASY! YOU 
NEVER AGAIN NEED A WRENCH TO REMOVE YOUR OIL DRAIN PLUG. A SIMPLE 
PUSH AND TURN OF THE DRAIN VALVE LOCKS IT IN IT’S OPEN POSITION. 
SAF-AIR’S LOCK OPEN DRAIN VALVE IS THE ONLY OIL DRAIN VALVE WHICH YOU 
CAN 
DISASSEMBLE YOURSELF FOR REPLACEMENT OF LEAKY O-RINGS.
TELEDYNE CONTINENTAL PART NO. S6250 THREAD SIZE 5/8”-18
FITS ALL ENGINES EXCEPT MODEL NUMBERS LISTED BELOW.
TELEDYNE CONTINENTAL PART NO. S1000 THREAD SIZE 1”-18
FITS MODEL NUMBERS 0300-A, B, C, D, E, AND C-145-2, 2H, 2HP.
AVCO-LYCOMING PART NO. P5000 THREAD SIZE 1/2” NPT
ALL MODEL NUMBERS

O-RING KIT PART NO. S6250K, P5000K, S1000K
ALL PARTS ARE FAA AND PMA APPROVED. 

NOTE: RETRACTABLE GEAR AIRCRAFT CHECK FAA DIRECTIVES FOR PROPER INSTALLATION.
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SERVICE KITS
FOR CESSNA & PIPER

NOSE STRUT TORQUE 
LINK KIT

For Cessna Models
150, 152, 172, 175, 182, 210

P/N TCTL

links.

P/N TCBS- Pk. of 6
P/N CTCBS- Pk. of 100

FUEL STRAINER SEAL KIT
For Cessna models using aluminum Gasket and 

“O” Rings
P/N TFS-1

NOSE STRUT SEAL KIT
For Cessna Models- 150, 152, 172, 172RG, 
175, 177RG, 182, R182, 205, 206, 210, 310,
(3500 through 3100Q, 1160), 320, 336, 337

P/N TCNS-1
TCBM

BRAKE AND MASTER 
CYLINDER SEAL KIT

For Most Cessna Models-
150 through 182

INSTRUMENT PANEL
SHOCK MOUNT

PA28, PA32 SERIES
For Piper Models- PA-28, 140, 150, 151, 160, 

161, 180, 181 & 235, PA-32, 260 and 300
P/N TPRNS-1 PIPER, PA28R, PA32R SERIES

NOSE STRUT SEAL
& O-RING KIT

BRASS SHIMS
Shims will assist in 

preventing 
nose wheel 
shimmy on 

Cessna, 
single 

engine nose 
strut torque 

Replaces Lord J6984-1 & Cessna 0411059-1
P/N TPNS-1

NOSE STRUT SEAL KIT 
& O-RING KIT

For PA28R, PA32R-300, 301, 301T & 
PA32RT-300, 300T

P/N TPMS-1 MAIN STRUT PIPER  
PA28, PA32 SERIES

MAIN STRUT SEAL
& O-RING KIT

P/N TP23S-1
MAIN OR NOSE STRUT SEAL & 

O-RING KIT
For PA-23 APACHE OR AZTEC MODELS

PA-23-150, 160, 235, 250



© 2005 Trimcraft Aviation

TRIMCRAFT AVIATION, INC. • P.O. Box 488 • Genoa City, WI 53128

1-800-558-9405       FAX 262-279-3350 141

ELECTRONIC 
HOUR METERS

Datcon Solid State hour meters are recommended 
for installation on aircraft because they start or stop 
instantaneously when power is applied or removed.
Proper wiring in negative ground systems is accomplished by 
connecting the voltage source to the positive(+) terminal and 
grounding the negative(-) terminal. Connections are reversed 
on positive ground systems.
If connected improperly, the meter will not operate but will not 
be damaged.

FEATURES 
• Easy Installation	 • Solid State Electronic Drive Circuit 
• Polarity Protected	 • High Impact, Tamper-proof Plastic Case 
• Sealed Against Moisture and Dirt 

SPECIFICATIONS 
Time Scale:	 5-digits, choice of 99,999 hours or  
	 9,999.9 hours standard
Figures:	 Hours - White on Black 
	 Tenths - Black on White 
	 Height- 0.140”
Voltage:	 Extended Range 8 32V DC 
	 ACCURATE to +1% over entire range
Temperature:	 From -25°F to 185°F (-32°C to 85°C) 
	 STABLE within ±1% between 0° F and 140° F
Withstands Vibration from 10 to 75 Hz at 1 to 8gs
Withstands Alternator Dump 100V for 100 ms
Terminations:	 Spade Terminals or Wire Lead
Configurations:	Rectangular 
	 Round SAE Bezel
Warranty:	 10,000 Hrs/3 Yrs

OIL PRESSURE SWITCHES
Part No. 100450 is a New Miniature Pressure Switch which 
is ruggedly built to permit fast, field installation. It is a  
compact, low-cost switch that features a snap action switch 
mechanism encased in a molded glass-filled nylon body for 
extreme shock and vibration resistance. The switch is  
internally grounded and pre-set at 4 Ibs. psi.

RECTANGULAR

ROUND SAE BEZEL

OIL PRESSURE SWITCH
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CESSNA WING 
STRUT FAIRINGS

210F T210F	 118-4-18	 118-4-19	 118-4-20	 118-4-21	 118-72
S/N 21058716/58818	 1227002-10-791	 1227002-11-791	 1227402-4-791	 1227402-3-791	
&T2100001/0197
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CESSNA 
FIBERGLASS 

PARTS
MODELS	 TIP HORZ.	 TIP HORZ.	 TIP ELEV.	 TIP ELEV. 
	 FIN. L.H.	 FIN R.H.	 L.H.	 R.H.

150 and 152	 220-4-1	 220-4-1	 220-4-5	 220-4-5 
	 0430004-11-791	 0430004-11-791	 0430004-10-791	 0430004-10-791

172D and up, 172RG	 220-4-3	 220-4-3	 220-4-7	 220-4-8 
R172K (172XP)	 0532001-93-791	 0532001-93-791	 0532001-94-791	 0532001-100-791

MODELS	 TIP VERT.	 TIP UPPER	 TIP LOWER 
	 FIN	 RUDDER	 RUDDER

150 F and up			   220-4-21	         
152			   0431005-1

150F to 150L	 220-4-9 
	 0431013-3-791

150M and up	 220-4-11	 220-4-15 
A150M and up	 0430011-1	 0430011-2 
152, A152
172K to 172P (SN75953)		  	 220-4-23 
172RG, R172K (172XP)	 		  0531006-80-791

172N and up		  220-4-19 
		  0531006-112

172A to 172I	 220-4-13	 220-4-17 
	 0531006-33-791	 0531006-34-791

220-4-1�
220-4-3

220-4-5 220-4-7�
220-4-8

220-4-13
220-4-11220-4-9

220-4-15�
220-4-17�
220-4-19

220-4-21�
 221-4-23

In addition to the fiberglass split lift strut 
fairings and wing tips, Trimcraft Aviation offers 
a variety of other parts for Cessna Aircraft. All 
made of fiberglass and all FAA PMA approved 
parts.

EMPENNAGE TIPS: Top line is Aircraft Development part number, second line is Cessna part number.
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CESSNA 
WING TIPS

These wing tip kits consist of a left and right 
hand drooped fiberglass wing tip. These wing 
tips are better than those manufactured by 
Cessna because they are made of fiberglass 
rather than royalite type material, that bends 
and cracks after a short time on the aircraft. 
And the superior epoxy rather than polyester 
fiberglass is used. Epoxy fiberglass has the 
following advantages over a royalite type 
material, it is approximately six times stronger 
and 12 times stiffer, it resists ultra violet light 
and weathers better, and it keeps its chemical 
composition intact much longer. 

With all these advantages these will 
probably be the last wing tips that will ever 
have to be installed on the aircraft. And even 
should these wing tips be damaged through 
some unforeseen circumstances, being made 
of fiberglass, they will be easily repairable. 
These kits are FAA STC’d and manufactured 
under a FAA PMA authority. And our STC 
allows you to install these modern drooped 
wing tips even if your aircraft was not originally 
manufactured with this newer style, more 
aerodynamically efficient wing tip.

Aircraft Development has two styles of wing 
tips available. Care must be taken in selecting 
the correct style wing tip for your aircraft. This 
is especially true with the aircraft manufactured 
during the years of 1973 and 1974. The style 
you require depends on the wing’s leading 
edge configuration. The style wing tip you 
require can easily be determined as shown 
below:

This type leading edge requires 219-4-1/-2 Wing Tips.

This type leading edge requires 219-4-3/-4 Wing Tips.

UP FWD

Picture showing the modern drooped wing tip installed 
on the wing.

Picture showing the two styles or modern drooped 
Cessna wing tips plus the plate lens.
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REINFORCED 
SILICONE 

BAFFLE 

BAFFLE FASTENERS & WASHERS
AVAILABLE IN ASSORTED LENGTHS & HEAD STYLES

IN FIVE COLORS!
• Black
• Orange
• Blue
• Red
• Dark Blue

• Temperature Range -65° to 
+550°

• Meets Federal Spec: AMS3320
• Available in 3” x 9’ Rolls and 

36” x 38” Sheets. All Material 
is 3/32” thick.

• Order in Black, Orange, Blue, 
Red or  Dark Blue

	 TA 212	 TCL4-3A	 TCSS-8
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SEAL & 
CHANNEL

Small cell synthetic rubber sponge with smooth outer 
surfaces. Hollow. 
TRB5022H Black. Apply with 1100-2 Pliobond. 
MIL-R-6130C	 PER FOOT OR 25 FOOT ROLL

Actual size

NEOPRENE CHANNEL 
3/8” wide, 1/16” wall x 1/16” slot. Flexible synthetic solid 
rubber. Apply with 1100-2 Pliobond. White Silicone. 
TA-11 Fairing Seal      MIL-R-6855	 25 FOOT ROLL

TRIM AND FAIRING SEAL 
1/32” Wall thickness, 1/2” wide. Flexible synthetic solid 
rubber. 
TA8301 Trim Seal      MIL-R-6855	 25 FOOT ROLL

7/32” 
x 

3/4”
FAIRING & TRIM SEAL 
For fitting windshields, 
windows and fairings. High grade soft, flexible, oil 
resisting Neoprene rubber. 

Small cell synthetic rubber sponge with smooth outer 
surfaces. 
TRB5022 Black. Apply with1100-2 Pliobond 
MIL-R-6130C	 PER FOOT OR 25 FOOT ROLL

NEOPRENE 
CHANNEL 
For fitting windshields, 
windows and fairings. 
High grade, soft, 
flexible, oil resisting Neoprene rubber. 
SIZE: 1/4” wide, 1/16” wall, 1/8” slot, 1/2” deep 
TA1015 Neoprene Channel	 SOLD BY THE FOOT

1/16” X 3” 
COWL & 
ENGINE 
BAFFLE 
SEAL

First quality woven fiberglass cloth 
heavily impregnated with neoprene for 
unsurpassed durability. -40° to 300°. 
Black. 
TA-8071 1/16” x 3” x 9’ Roll 
MIL-R-6855 
ALSO AVAILABLE IN SHEETS: 
TA8071 1 Sq. Yd. and 1/2 Sq. Yd.

COWL SEAL

Red silicon rubber engine baffle seal. 
No asbestos! Temperature range from 
-120° to +500°F. 
TSR-3	 1/8” x 3” x 9’ Roll 
22R-765    (MIL-R-5842D)

An impregnated cotton cord webbing 
used on engine cowls overlapping 
airframe. Not affected by cold, heat or 
most solvents and chemicals. White. 
TA56 
MIL-C-5649B	 15 Foot Roll

Actual size

1/16” x 1” 
CHAFE SEAL
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SEAL 

FOR PIPER
Black, packaged in 12 foot lengths

TWRS-1

FOR BEECHCRAFT
Black, packaged in 12 foot lengths

TWRS-2

All Mfg. to MIL-R-6855 as amended

TA 277
Rubber “U” Channel

For window installations or  
anywhere a thin rubber seal 

is called for 
Inside slot is 1/16” wide 

Overall width of 1/8” 
Overall depth of 3/8”

TA 1025
Door Seal

SOLD BY THE FOOT

TDS-1
Door Seal

SOLD IN 25’ ROLL

TA 897
Wing Root Seal

Similar to Piper Wing Root 
Seal. 1” wide, 1/16” slot
SOLD IN 11’ ROLL
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H-S-T HEAT SHRINK 
TUBING

Mil Spec I 23053/5 Aviation Grade

Order By The Foot

1/8”

1/4”

3/8”

1/2”

3/4”

C-21K COMPASS REPAIR KIT
Compass Repair Kit p/n C-21K contains one 
diaphragm & compass card and two gaskets. 
Complete and easy to understand instructions. 
(Fluid not included).

P/N C-21 Compass Diaphragm Only
Gaskets available separately
MIL-SPEC and/or OEM PARTS

SAFETY WIRE TWISTER

T-3000-6  6” Auto Return
T-3000-9  9” Auto Return
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GRANVILLE 
AIRCRAFT 

STRUT SEAL

PART NO.	 FOR USE ON
TAS 265	 Single Strut
TAS 261	 Single Engine, 3 Struts
TAS 262	 Lt./Med. Twin, 3 Struts
TALS 361	 Handy Refill Size, 1 Pint
8 to one mix or one pint per gallon.
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TOW PIN
FAA/PMA APPROVED 

REPLACEMENT 
for Beechcraft 

Part No. 60-820029-1 Tow Pin

X-1567
Black

Wing Walk
MIL-W-5044

Type 2

60-820029-1
TOW PIN

RAPCO BOOT SAVER™

Space age material for the repair of 
WING DE-ICE AND PROPELLER BOOTS

NO MORE PATCHES OR  
PREMATURE BOOT REPLACEMENTS
•	 Major Dollars Savings in Boot Replacement Costs
•	 Get Rid of Unsightly Patches
•	 Repairs the Smallest Pinhole to  

Large Damaged Areas
•	 Keeps Your Boots Working
•	 Increases Your Aircraft Resale Value

Part No. 200-WB for WING BOOTS
Part No. 201-PB for PROP BOOTS

NOSE COAT
A rubberized coating for use over  

fiberglass areas to prevent weather 
and other related erosion.

•	 Dries Fast – 10-15 minutes
•	 No Mixing Required – Just apply as is, from the can
•	 Sponge Pad Applicator FREE with Each Can
•	 Won’t Affect Radar Operation
•	 Lowest Cost Erosion Protection Available
•	 One Quart Covers Approximately 40-50 Sq. Ft.
•	 Available in Black Only
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IP-1430
RTV Sealant

RED, HI-TEMP
-75º  TO  500º F

4.7 oz. TUB w/ Nozzle
MIL-A-46106

Type 1

RECEPTACLES
#14-301
Piper aircraft - lite metal body, brass 
terminal.

PLUGS
#12-101
Standard - AN/2551 interchange, 3 pin 
(2 large, 1 small), fits most light aircraft 
(excluding some Beechcraft & Piper), solid 
brass terminals, durable hard wood body. 
10 minutes to attach, no soldering required.
#12-301
Piper aircraft - round all metal body, brass 
terminal.

PLUGS
#12-101
Standard - AN/2551 interchange, 3 pin 
(2 large, 1 small), fits most light aircraft 
(excluding some Beechcraft & Piper), solid 
brass terminals, durable hard wood body. 
10 minutes to attach, no soldering required.
#12-301
Piper aircraft - round all metal body, brass 
terminal.

#21-101
Standard - AN/2551 interchange plug, 3 
pin (2 large, 1 small), fits most light aircraft 
(excluding some Beechcraft & Piper), solid 
brass terminals, durable hard wood body. 
15 feet no. 4 extra flex twin cable with 
heavy duty.

#21-101
Standard - AN/2551 interchange plug, 3 
pin (2 large, 1 small), fits most light aircraft 
(excluding some Beechcraft & Piper), solid 
brass terminals, durable hard wood body. 
15 feet no. 4 extra flex twin cable with 
heavy

#21-301
Piper aircraft, round all metal body, brass 
terminal, 15 feet no. 4 extra flex twin cable 
with heavy duty clamps.

SILCONE
COMPOUND

• Same Application as DC-4
• Costs Less
INNERBOND COMPOUND Z-24
Serviceable temperature range
-40°F (-40°C) to 392°F (200°C). 
Meets MIL-S-8660C. Seals 
and protects electrical wiring 
systems, cable connections, 
terminals and sockets. Lubricant 
fo rmetal on rubber or plastic 
surfaces.

BOOSTER CABLE SETS
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CONCORDE 
AIRCRAFT 
BATTERIES

General Aviation – FAA-PMA Approved

CROSS REFERENCE CHART 
GENERAL AVIATION - Engine Starting.

CONCORDE	 BEECH	 CESSNA	 MD	 PIPER	 EXIDE	 GILL	
REBAT	
			   HELICOPTER
CB 25	 58-380056-1	 0511319-1	 269A-4500	 450030	 AC-25	 G-25	 S-25
RG-25				    450022	 AC-54M	 G-25M	 S-25M
CB 35	 36-380025-1	 0712605-1		  450035	 AC-35	 G-35	 R-35
RG-35					     AC-78M
CB 35M						      G-35M	 R-35M
CB 12-88					     6-FH-13	 G-88	 T-88
CB 24-9	 118654	 C614001-0105		  450026		  G-240
CB 24-9M		  C614002-0101				    G-241
CB 24-11	 36-380059-1	 C614001-0106	 269A-4125	 450032		  G-242
CB 24-11M		  C614002-0102	 269A-4508	 450101		  G-243
CB-24-20		  9910128-1		  450031		  G-244	 R-2425
CB 24-20		  5018200-1		  450028		  G-246
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FAA-PMA GENERATOR 
CONTROLLERS

REPLACEMENT FOR DELCO-REMY  
& ELECTRODELTA VOLTAGE REGULATORS



NEW FAA-PMA VOLTAGE REGULATORS, ACUs, OV & PARALLELING 
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The specific tachometer listed is best suited if the installation has this approximate cruise rpm. Direction of rotation must be compatible with the previous tachometer that was used.

SPECIFICATIONS
Range 0-3500 RPM • Diameter 3 1/8˝

Length 3 1/2˝ • Wt. 13 Oz.

MITCHELL RECORDING 
TACHOMETERS

Featuring
•	Accuracy to within ± 25 RPM
•	Removable Bezel for Range Marking directly 

on the dial face, by Approved Facilities. 
(Range Marking Material Included)
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ANTENNAS

BB-16 BROADBAND, 
4 hole mount

•	 Transmit and Receive
•	 118 to 136mc-360 Channel

•	 OEM – Champ, Maule, 
T’Craft
•	 Epoxy Coated

•	 VSWR 2.5:1
•	 22˝ High -  

Weight 7 Oz.

BB-32 BROADBAND
•	 Transmit and Receive

•	 118 to 136mc-360 Channel
•	 OEM on Piper aircraft

•	 White Epoxy Coated
•	 VSWR 2.5:1

•	 15˝ High -  
Weight 1 Pound

MB-5 MARKER BEACON
•	 Exposed Boat Type
•	 Low Drag
•	 Foam Filled Plastic
•	 Epoxy Coated
•	 2 1/2˝ High - 7˝ Long
•	 OEM - Many

BB-145 NAV-COMM
•	 Forward Rake
•	 White Epoxy Coating
•	 11˝ High - Weight 40 Oz.

OD-1 OMNI ANTENNA
•	 Stainless Steel Masts	 •	 OEM - Many
•	 Fin or Body Mount	 •	 Phenolic Insulator
•	 30 Feet Co-Ax Included
•	 Omni-Localizer Receiving

#811 DME-
TRANSPONDER

•	 Transmit and Receive
•	 VSWR 1.5:1
•	 Chrome Finish
•	 Mounts in one 1/2˝ Hole
•	 OEM - Many

OD-2 OMNI ANTENNA
•	 Stainless Steel Masts	 •	 OEM - Cessna
•	 Fin or Body Mount	 •	 Plastic Insulator
•	 30 Feet Co-Ax Included
•	 Receiving 108mc to 127mc

NC-3A DIPLEXER
•	 Dual VOR - LOC  

from Single Antenna
•	 3 BNC Connectors
•	 Completely Encapsulated
•	 Insertion Loss 1 db 

Separation 38db
•	 Weight 5 Oz.

NT-1A TRIPLEXER
•	 Dual VOR - LOC, Single Glide 

Scope from One Antenna
•	 Completely Encapsulated
•	 VSWR 1.3:1
•	 Insertion Loss 3 db 

Separation 22db
•	 Weight 5 Oz.
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STANDARD 
TOW BARS

(1)                       (2)                         (3)                    (4)                  (5)                   (6)

These personal use Tow Bars are designed to be compact and durable, 
yet lightweight. Superior construction, quick release pull-pins, and 
attractive black caps on all tube ends, have made these economical 
Tow Bars the true “Standard”.

MODEL                    PART NUMBER     PICTURE NUMBER

CESSNA	 10-001	 (1) 
MOONEY	 10-002	 (2) 
CHEROKEE	 10-003	 (3) 
BEECHCRAFT	 10-004	 (4) 
ARROW	 10-005	 (5) 
TWIN CESSNA	 10-006	 (6) 
TWIN PIPER	 10-007	 (7) 
COMANCHE	 10-008	 (8) 
DUTCHESS/PIPER	 10-010	 (10) 
BEECH AXLE	 10-013	 (13)

(7)                                                                                                                           (8)
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STANDARD 
TOW BAR 

DESCRIPTIONS
10-001 CESSNA 
This popular Tow Bar is a two piece telescoping type. Tow bar is held in place by the spring action of the 
lower forks. Overall length 42.5. Collapsed length 24. Weight 2.6 Ibs.
10-002 MOONEY 
This is the simple one piece T handle design. Overall length 33.5. Weight 2.5 Ibs.
10-003 CHEROKEE 
A very compact one piece Tow bar for Piper aircraft. Locks in place once installed. Compare our superior 
locking mechanism to other designs! Overall length 31. Weight 2.2 Ibs.
10-004 BEECHCRAFT 
The 10-004 is designed very similar to the Cessna fork type which allows for an extremely compact Tow 
bar. Far superior to the weak and awkward one piece design offered by competitors. If you are looking 
for the strongest most compact Tow bar for your Beechcraft this is it! Overall length 38. Collapsed length 
21.5. Weight 2.5 Ibs.
10-005 ARROW 
A one piece offset T handle offering total simplicity and reliability. Overall length 33. Weight 2.5 Ibs.
10-006 TWIN CESSNA 
Basically a 10-001 built to larger proportions. Provides additional nose clearance and leverage. Overall 
length 55. Collapsed length 34. Weight 3.5 Ibs.
10-007 TWIN PIPER 
The Twin Piper is a two piece telescoping Tow bar with twin towing hooks. A hole drilled at the end of 
each hook allow for a spring pin to be installed once the Tow bar is attached to the aircraft. This prevents 
accidental slipping of the Tow bar while pushing and pulling. Overall length 49. Collapsed length 30. 
Weight 3.7 Ibs.
10-008 COMANCHE 
The Comanche Tow bar is a one piece equivalent of the 10-007. Overall length 33. Weight 2.3 Ibs.
10-010 DUTCHESS/PIPER 
A two piece telescoping Tow bar designed to fit the nose axle of the Beech Dutchess. Also provides 
additional nose clearance on many Pipers. Overall length 48. Collapsed length 28. Weight 3.5 Ibs.
10-013 BEECH AXLE 
This two piece axle Tow bar has the same application as the 10-004. Designed for those who place a 
higher priority on pulling leverage that portability. Overall length 48. Collapsed length 27. Weight 3.7 Ibs.

(10)                                                                    (13)
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DELUXE 
TOW BARS

10-009 DELUXE CESSNA
The Cessna Tow Bar is by far the most popular type. This Tow Bar is designed for those who demand the ultimate 
in convenience and durability. Spring loaded forks allow easy one handed engagement without getting on hands and 
knees. The 10-009, like all our deluxe Tow Bars, is constructed of heavy-gauge tubing for years of service.

LENGTH                COLLAPSED LENGTH                WEIGHT
    48”                                   28”                                 3.8 Ibs

10-021 DELUXE BEECHCRAFT
A spring loaded design that fits the 1/4” tow pins on most 
Beechcraft. Pictured at right, this deluxe Tow Bar combines the 
best of function and portability. Far superior to any other hand-held 
Beech Tow Bar!

LENGTH                COLLAPSED LENGTH                WEIGHT
    47”                                   28”                                 3.8 Ibs

10-011 DELUXE PIPER
This Tow Bar offers all the features of our standard model, plus the convenience of a two piece design.  
When extended, this model provides additional propeller clearance and leverage. When collapsed, it becomes the most 
portable Piper Tow Bar ever!

LENGTH                COLLAPSED LENGTH                WEIGHT
    42”                                   24”                                 3.5 Ibs
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DELUXE 
TOW BARS

                                                 10-015 ERCOUPE
A portable, spring loaded Tow Bar designed specifically for the Ercoupe with twin fork nose gear. MIG welded in  
close-tolerance jigs for perfect allignment to aircraft tow fittings.

LENGTH                COLLAPSED LENGTH                WEIGHT
   46.5”                                 28.5”                               3.5 Ibs

                                                 10-014 CHEETAH/TIGER
This two piece, spring loaded design is simply the finest Grumman tow bar available. If your tired of wrestling a competitors 
design out of your baggage area, this is the Tow Bar for you. Selected as original equipment for the American General Tiger.

LENGTH                COLLAPSED LENGTH                WEIGHT
    43”                                   26”                                 3.1 Ibs
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DELUXE 
TOW BARS

                                                        10-016 1-1/8” AXLE
A Tow Bar designed for all aircraft with 1-1/8” axle attach cups. Extra length and Heavy-Duty construction make this the 
perfect choice for heavy singles and light twins. Popular for the Cessna Skymaster and Piper Seneca.

LENGTH                COLLAPSED LENGTH                WEIGHT
    56”                                   33”                                 5.2 Ibs

10-017 COMMANDER
Designed for all Rockwell 112/114. Features the same spring 
loaded style make popular in other models. As with most 
of our two piece Tow Bars, the handle locks into the lower 
assembly for storage, eliminating loose parts. Selected as 
original equipment for the new Commander 114B.
LENGTH	 46.5” 
COLLAPSED LENGTH	 28.5” 
WEIGHT	 3.5 Ibs 

                                                        10-019 UNIVERSAL
Designed for the FBO, this hand held model will replace many of the Tow Bars you may have lining your hanger walls! 
Compare the capabilities of this Tow Bar with other so-called “Universals”. Oversized tubing provides the durability to stand 
up to daily FBO use.

LENGTH                COLLAPSED LENGTH                WEIGHT
    57”                                   34”                                 5.5 Ibs

END FITTING - SIDE VIEW

Scott tail wheels

Cessna 5/8” lugs

Cessna 1/4” pins

Piper with wheel pants 
Large Piper receptacles
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DELUXE 
TOW BARS

10-018 DELUXE MOONEY
The deluxe Mooney is a longer, two piece version of our standard model. Features an additional hole drilled in the upper 
handle for retaining the pull-pin when the tow Bar is stowed. Our most economical deluxe model, the 10-018 provides 
ample length for towing, then collapses to become the most compact Mooney Tow Bar available.

LENGTH                COLLAPSED LENGTH                WEIGHT
    41”                                   27”                                 3.5 Ibs

10-022 RV
This model was designed and built for local RV-4 builders needing a compact, convenient Tow Bar. Utilizing our famous 
spring loaded design, this Tow Bar is constructed with the weight conscious home builder in mind. Work’s great with any 
similar tail wheel without fairing.

LENGTH                COLLAPSED LENGTH                WEIGHT
    43”                                   26”                                 2.8 Ibs
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TORQUE SEAL
F-900 “Torque Seal”

HYDRAULIC FLUID
Petroleum base red 
hydraulic fluid to MIL-H-
5605A. For shock struts, 
hydraulic and brake systems 
equipped with synthetic 
rubber packing and seals. 
Low pour point. High 
Viscosity Index. Keeps free 
from sludge, rust and foam. 
1 gallon can – 6 per case.

INSPECTION LACQUER 
An inexpensive method to detect warranty tampering; and vibration loosening. Used 
on compression fittings, studs, nuts, parts, and assemblies after they are in proper 
torque or position. Widely used as “Anti-Sabotage Lacquer”. Inspectors can visually 
detect any movement or tampering. Excellent adhesion to all metals and to most other 
surfaces. Dries fast. Torque Seal is packed in convenient 1/2 oz. poly squeeze tubes.

	 Order Part #

AERO CLEAN
Cleans and Polishes Plastic Surfaces... SCRATCH-FREE! 
A new cleaning, polishing product that will not scratch, Aero Clean is the safe way to keep all 
plastic and painted surfaces bright and dust-free. The foaming action puts down an anti-static, 
anti-fog shield that protects against damaging dust, dirt and grit. Eliminate scratching, clouding 
or streaking with pleasant scented Aero Clean while keeping surfaces cleaner longer.

Dealer Pack- 12 Cans

MOUSE MILK OIL
Mouse Milk Oil is 
specified by Aireserach, 
Continental, Lycoming, 
Beachcraft and Cessna 
for use in freeing turbine 
waste gate shafts. 
Available in 8 and 32 oz. 
cans.

F-900B	 Blue
F-900R	 Red
F-900W	 White
F-900Y	 Yellow
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AIRFRAME 
PLACARDS

We now have available a new line of airframe placards made from a .004” mylar 
material. This material is extremely durable and allows the placards to conform to 
almost any surface with a simple peel & stick installation.

ALL PLACARDS MEASURE 1.25” X 3.75”
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PILOT AIDS

“FOR SALE”
PROP 

BANNER
•	 Made of durable  
	 nylon reinforced  
	 vinyl material.

•	 Fastens together  
	 with velcro-  
	 Easily slips over  
	 the prop blades!

•	 Bright red with 
	 white lettering

PB-1- Each banner measures 33 1/2” long by 12” wide. Sold in pairs
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AIRCRAFT LOGBOOK	 Part#
Soft Cover, 64 Pages .............................. SA-1
Hard Cover, 96 Pages.............................. SA-2

PROPELLER LOGBOOK	 Part #
Soft Cover, 20 Pages................................ SP-L

ENGINE LOGBOOK	 Part #
Soft Cover, 64 Pages................................ SE-1
Hard Cover, 96 Pages.............................. SE-2

AVIONICS LOGBOOK	 Part #
Soft Cover, 64 Pages................................ SA-V

YOKE MOUNT COMBO CLIPS
Unique design puts your approach plate and 
a pen, pencil or stopwatch right in front of 
you. Two styles of clips are available with a 
protective plastic coated yoke clip to fit most 
aircraft control shafts. Easily adjustable spring 
clip holds tight with no control interference. 
Self-adhesive Velcro® pad holds pencil, etc. 
conveniently above approach plate ending 
needless searching, or loss.

LARGE YOKE p/n #600  This size fits:
Beech Queen Air
Beech King Air
Beech Twin Bonanza
Beech Travel Air
Beech Baron
Beech Duke
Beech Bonanza
Beech Sierra
Beech Debonair

Beech Musketeer
Cessna Twins
Cessna Citation
Cessna Singles-Late
MU-2
Piper Aerostar
Piper Twins
Piper Singles-Late
Rockwell Singles

SMALL YOKE p/n #300  This size fits:
Aeronca
Aero Commander Lark
Beech Duchess
Beech Skipper
Beech Sundowner
Bellanca
Cessna 140
Cessna 150
Cessna 170
Cessna 172-Early
Cessna 185

Grumman Singles
Mooney
Navion
Piper Cherokee-Early
Piper Colt
Piper Tripacer
Stinson
Taylorcraft
Yankee

MAINTENANCE LOGBOOKS
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TEMPERATURE 
PROBES

CHT PROBE
Part No. 3080-00038

Cessna Part No. S2334-3
Mooney Part No. 880010-503

Piper Part No. 553-673

OIL TEMP PROBE
Part No. 3080-00037

Cessna Part No. S2335-1
Mooney Part No. 880009-501

Piper Part No. 553-672
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THE KIT 

230-101	 RIGHT HAND WINDOW LATCH MOD KIT 
(REPLACES S1483-1 LATCH ASSY)
CONTENTS:
3 EACH MS24693S49 SCREWS	 2 EACH 
NAS1329A08-75 RIVNUT
1 EACH 1217065-4 PLATE	 1 EACH 1217066-2 RH 
LATCH
1 EACH MS21044N3 NUT	 1 FOOT P860025 SEAL

230-102	 LEFT HAND WINDOW LATCH KIT 
(REPLACE S1483-2 LATCH ASSY)
CONTENTS:
3 EACH  MS24693S49 SCREWS	 2 EACH 
NAS1329A08-75 RIVNUT
1 EACH 1217065-3 PLATE	 1 EACH MS21044N3 NUT
1 EACH P860025 SEAL

230-103	 SILICONE NIPPLE ASSORTMENT KIT
CONTENTS:
4 EACH MS25171-1S NIPPLE	 2 EACH MS25171-
2S NIPPLE
2 EACH MS25171-3S NIPPLE	 2 EACH MS25171-
4S NIPPLE

230-104	 CM2692 HOLE BUTTON KIT
CONTENTS:
4 EACH CM2692-12-1S BUTTON (3/8”)
4 EACH CM2692-14JIS BUTTON (7/16”)
4 EACH CM2692-16J2S BUTTON (1/2”)
4 EACH CM2692-20J1S BUTTON (5/8”)
4 EACH CM2692-24J1S BUTTON (3/4”)
4 EACH CM2692-28J1S BUTTON (7/8”)
4 EACH CM2692-32J1S BUTTON (1”)
2 EACH CM2692-36J1S BUTTON (1 1/8”)
2 EACH CM2692-48J1S BUTTON (1 1/2”)

230-106	 NAVIGATION LENS & GASKET KIT
CONTENTS:
3 EACH  W1283 GASKET	 1 EACH T1284R RED LENS
1 EACH T1284G GREEN LENS	 1 EACH A4513-1 
CLEAR LENS

230-107	 TRACK GROMMET KIT
CONTENTS:
5 EACH H880015 (OLD #S1050-1) GROMMETS
5 EACH H880014 (OLD #S1050-2) GROMMETS
5 EACH H880013 (OLD #S1050-3) GROMMETS
5 EACH H880019 (OLD #S1050-4) GROMMETS

230-110	 MS35489 GROMMET ASSORTMENT KIT
CONTENTS:
6 EACH MS35489-4 GROMMET	 6 EACH MS35489-
5 GROMMET
6 EACH MS35489-6 GROMMET	 6 EACH MS35489-
7 GROMMET
6 EACH MS35489-8 GROMMET	 6 EACH MS35489-
9 GROMMET
6 EACH MS35489-10 GROMMET	 6 EACH MS35489-
11 GROMMET

6 EACH MS35489-12 GROMMET	 6 EACH MS35489-
13 GROMMET
6 EACH MS35489-14 GROMMET	 6 EACH MS35489-
15 GROMMET
6 EACH MS35489-17 GROMMET	 6 EACH MS35489-
18 GROMMET
6 EACH MS35489-20 GROMMET	 6 EACH MS35489-
33 GROMMET
6 EACH MS35489-34 GROMMET	 6 EACH MS35489-
35 GROMMET
6 EACH MS35489-36 GROMMET	 6 EACH MS35489-
38 GROMMET
6 EACH MS35489-39 GROMMET	 6 EACH MS35489-
40 GROMMET
6 EACH MS35489-134 GROMMET	 6 EACH MS35489-
135 GROMMET
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230-111	 GREASE FITTING ASSORTMENT KIT
CONTENTS:
2 EACH MS15001-1 FITTING	 2 EACH MS15001-
3 FITTING
2 EACH MS15001-4 FITTING	 2 EACH MS15002-
1 FITTING
2 EACH MS15002-3 FITTING	 2 EACH 1646B1 
FITTING
2 EACH 1736 FITTING	 2 EACH 3019 FITTING

230-112	 CESSNA 150 BAFFLE FASTNER KIT 
(COVERS ALL YEARS)
CONTENTS:
2 EACH  0450211-1 FASTNER	 2 EACH  0450211-
2 FASTENER
2 EACH  0450277-202 FASTENER	 2 EACH  0450277-
205 FASTENER
2 EACH 0450277-208 FASTENER

230-113	 CESSNA 172 BAFFLE FASTNER KIT
CONTENTS:
6 EACH 0450277-215 FASTENER	 5 EACH 0450277-
212 FASTENER
4 EACH 0450211-1 FASTENER	 4 EACH 0450211-2 
FASTENER
4 EACH 0450277-203 FASTENER	 2 EACH 0450277-
201 FASTENER
2 EACH 0450277-202 FASTENER	 1 EACH 0450277-
213 FASTENER
1 EACH 0450277-214 FASTENER

230-114	 THOMAS & BETTS ELECTRICAL TERMINAL  
ASSORTMENT KIT
CONTENTS:
10 EACH 2RA18 SPLICE (RED)
10 EACH 2RB14 SPLICE (BLUE)
10 EACH 2RCC SPLICE (YELLOW)
10 EACH RA18D WRISTLOCK (RED)
10 EACH 5B216 WRISTLOCK (BLUE)
5 EACH  RA18-6 TERMINAL (RED#6)
5 EACH RA18-8 TERMINAL (RED#8)
5 EACH RA18-10 TERMINAL (RED#10)
5 EACH RA18-14 TERMINAL (RED)
5 EACH RA18-516 TERMINAL (RED)
5 EACH RA18-38 TERMINAL (RED)
5 EACH RB14-6 TERMINAL (BLUE#6)
5 EACH RB14-8 TERMINAL (BLUE#8)
5 EACH RB14-10 TERMINAL (BLUE#10)
5 EACH RB14-14 TERMINAL (BLUE)
5 EACH RB14-516 TERMINAL (BLUE)
5 EACH RB14-38 TERMINAL  (BLUE)
5 EACH RC10-6 TERMINAL (YELLOW#6)
5 EACH RC10-8 TERMINAL (YELLOW#8)
5 EACH RC10-10 TERMINAL (YELLOW#10)
5 EACH RC10-14 TERMINAL (YELLOW)
5 EACH RC10-516 TERMINAL (YELLOW)
5 EACH RC10-38 TERMINAL (YELLOW)

230-115	 NUTPLATE ASSORTMENT KIT

CONTENTS:
5 EACH MS21059L06 NUTPLATE	 5 EACH 
MS21059L08 NUTPLATE
5 EACH MS21059L3 NUTPLATE	 5 EACH 
MS21075L08N NUTPLATE
5 EACH NAS1068A3 NUTPLATE	 5 EACH 
MS21047L08 NUTPLATE
5 EACH MS21047L3 NUTPLATE
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230-116	 TINNERMAN NUTPLATE ASSORTMENT KIT
CONTENTS:
10 EACH A1758-10Z1 TINNERMAN NUTPLATE
10 EACH A1789-8Z1 TINNERMAN NUTPLATE
10 EACH A1779-10Z1 TINNERMAN NUTPLATE
10 EACH A1784-6Z1 TINNERMAN NUTPLATE
10 EACH A1778-8Z1 TINNERMAN NUTPLATE
10 EACH A1777-6Z1 TINNERMAN NUTPLATE
10 EACH A6191-8Z3 TINNERMAN NUTPLATE

230-117	 STAINLESS STEEL QS200 HOSE CLAMP KIT
CONTENTS:
8 EACH 1A527 CLAMP	 4 EACH QS200M28S CLAMP
4 EACH QS200M6S CLAMP	 4 EACH 
QS200M32S CLAMP
4 EACH QS200M10S CLAMP	 4 EACH 
QS200M36S CLAMP
4 EACH QS200M20S CLAMP	 4 EACH 
QS200M44S CLAMP
4 EACH QS200M24S CLAMP	 1 EACH 
QS200M60S CLAMP

230-118	 HI TEMP CORROSION RESISTANCE EXHAUST  
NUTS AND BOLTS (8 PACK)
CONTENTS:
8 EACH AN3C4A BOLTS	 8 EACH MS21045C3 NUTS

230-118A	 HI TEMP CORROSION RESISTANCE EXHAUST  
NUTS AND BOLTS (16 PACK)
CONTENTS:
16 EACH AN3C4A BOLTS	 16 EACH MS21045C3 NUTS

230-119	 CLEAR PVC TUBING ASSORTMENT KIT
CONTENTS:
10 FEET P612126 TUBING	 5 FEET P612155 TUBING
10 FEET P612394 TUBING	 5 FEET P612184 TUBING
10 FEET P612142 TUBING	 5 FEET P610115 TUBING
10 FEET P612395 TUBING	 5 FEET P612143 TUBING
10 FEET P612392 TUBING	 10 FEET P612393 TUBING

230-120	 MS21919WDG ADEL CLAMP ASSORTMENT KIT
CONTENTS:
4 EACH MS21919WDG2 CLAMP	 4 EACH 
MS21919WDG9 CLAMP
4 EACH MS21919WDG3 CLAMP	 4 EACH 
MS21919WDG10 CLAMP
4 EACH MS21919WDG4 CLAMP	 4 EACH 
MS21919WDG11 CLAMP
4 EACH MS21919WDG5 CLAMP	 4 EACH 
MS21919WDG12 CLAMP
4 EACH MS21919WDG6 CLAMP	 4 EACH 
MS21919WDG16 CLAMP
4 EACH MS21919WDG7 CLAMP	 4 EACH 
MS21919WDG20 CLAMP
4 EACH MS21919WDG8 CLAMP	 4 EACH 
MS21919WDG24 CLAMP

230-121	 CESSNA DOOR PIN ASSORTMENT KIT
CONTENTS:

4 EACH 0517019-2 DOOR PIN	 4 EACH 0711001-
59 DOOR PIN
4 EACH 0711038-1 DOOR PIN
2 EACH S1426-2 DOOR PIN (QUICK PULL PIN)

230-122	 CLEVELAND BRAKE BLEEDER KIT
CONTENTS:
1 EACH 079-00300 BLEEDER	 1 EACH 081-00100 
SEAT
1 EACH 183-00100 DUST CAP
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230-123	 CESSNA 150 (1959-1977) ELEVATOR BUSHING KIT
CONTENTS:
2 EACH 0432003-1 BUSHING	 2 EACH S1003-65A 
BEARING
2 EACH AN3-7 BOLT	 2 EACH MS24665-132 
COTTERPIN
2 EACH AN310-3 CASTLE NUT
2 EACH NAS1149F0363P(AN960-10) WASHER

230-124	 CESSNA 172 (1956-1986) ELEVATOR STABILIZER  
HINGE BUSHING KIT
CONTENTS:
4 EACH 0532104 BUSHING	 4 EACH S1003-29A 
BEARING
4 EACH AN4-11A BOLT	 4 EACH NAS11149FO363P 
WASHERS
4 EACH MS21042L4 NUT

230-125	 MS24665 COTTER PIN ASSORTMENT KIT
CONTENTS:
100 EACH MS24665-132 COTTERPIN
25 EACH MS24665-292 COTTERPIN
25 EACH MS24665-136 COTTERPIN
25 EACH MS24665-351 COTTERPIN
25 EACH MS24665-153 COTTERPIN
25 EACH MS24665-362 COTTERPIN
25 EACH MS24665-285 COTTERPIN

230-126	 MS24693B BRASS COUNTERSUNK SCREW ASSORTMENT KIT
CONTENTS:
6 EACH MS24693BB26 3/8” BRASS SCREWS
6 EACH MS24693BB27 7/16” BRASS SCREWS
6 EACH MS24693BB28 1/2” BRASS SCREWS
6 EACH MS24693BB29 5/8” BRASS SCREWS
6 EACH MS24693BB30 3/4” BRASS SCREWS
6 EACH MS24693BB31 7/8” BRASS SCREWS
6 EACH MS24693BB32 1” BRASS SCREWS

230-127	 MS35214 BRASS BUTTON HEAD SCREW  
ASSORTMENT KIT
CONTENTS:
6 EACH MS35214-25 3/8” BRASS SCREWS
6 EACH MS35214-26 7/16” BRASS SCREWS
6 EACH MS35214-27 1/2” BRASS SCREWS
6 EACH MS35214-28 5/8” BRASS SCREWS
6 EACH MS35214-29 3/4” BRASS SCREWS
6 EACH MS35214-30 7/8” BRASS SCREWS
6 EACH MS35214-31 1” BRASS SCREWS

230-128	 MS33737 INSTRUMENT NUT ASSORTMENT KIT
CONTENTS:
4 EACH MS33737-9 (.062) NUT	 4 EACH MS33838-
10 (.091) NUT
4 EACH MS33737-11 (.125) NUT	 4 EACH MS33737-
12 (.187) NUT
4 EACH MS33737-13 (.250) NUT	 4 EACH MS33737-
14 (.313) NUT
4 EACH MS33737-15 (.375) NUT
4 EACH MS33737-16 (.375 & OVER) NUT

230-129	 ROCKER BOX SCREWS TELEDYNE & LYCOMING
CONTENTS:
20 EACH 649353-75 SCREWS TELEDYNE CONT.
20 EACH STD1925 SCREWS LYCOMING

230-130	 RIVNUT ASSORTMENT KIT
CONTENTS:
20 EACH NAS1329A06-75 RIVNUT
20 EACH NAS1329A08-75 RIVNUT
20 EACH NAS1329A3-80 RIVNUT

230-131	 VALVE CORE/CAP & EXTENSION KIT
CONTENTS:
4 EACH 302DN VALVE CORE	 4 EACH 637 CAP 
YELLOW
4 EACH 658 CAP DOME	 2 EACH 6241B-10 1/2” 
EXTENSION
2 EACH 6241G-10 3/4” EXTENSION
2 EACH 6241J-10 1” EXTENSION	 2 EACH 6241M-10 
1 1/4” EXTENSION

230-132	 CESSNA ROCKER/FLAP & MASTER SWITCH ASSORTMENT 
KIT
CONTENTS:
2 EACH TA201TW-B (S2160-1) ROCKER SWITCH
2 EACH TTGC-TA201TW-B (S2160-4) ROCKER SWITCH
1 EACH C906-5 (S2160-5) ROCKER SWITCH
1 EACH S1906-1 FLAP SWITCH	 1 EACH S1906-2 
FLAP SWITCH
1 EACH S1994-1-1 MASTER SWITCH

230-133	 CESSNA INSTRUMENT SHOCK MOUNT KIT  
C15017001-59018
CONTENTS:
8 EACH MS35333-38 WASHER	 8 EACH MS35649-
286B BRASS NUT
4 EACH J6984-64 MOUNT	 2 EACH 0413247 STRAP

230-135	 CESSNA INSTRUMENT SHOCK MOUNT KIT  
C15064533-72628
CONTENTS:
12 EACH MS35333-38 WASHER	 12 EACH 
MS35649-286B BRASS NUTS
6 EACH J6984-8 MOUNT	 2 EACH 0413247 STRAP

230-136	 CESSNA INSTRUMENT SCHOK MOUNT KIT  
C15072629 & ON C15279406 & ON
CONTENTS:
14 EACH MS35333-38 WASHER	 14 EACH 
MS35649-286B BRASS NUTS
7 EACH 0413523-4 MOUNT	 2 EACH 0413247 
STRAP

230-137	 CESSNA INSTRUMENT SHOCK MOUNT KIT  
C17228000-56512, C17256513-59223
CONTENTS:
12 EACH MS35333-38 WASHER	 12 EACH 
MS35649-286B BRASS NUTS
6 EACH J6984-1 MOUNT	 2 EACH 0413247 STRAP
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230-138	 CESSNA INSTRUMENT SHOCK MOUNT KIT  
C17254893-56512, C17259224-59903
CONTENTS:
12 EACH MS35333-38 WASHER	 12 EACH 
MS35649-286B BRASS NUTS
6 EACH J6984-8 MOUNT	 2 EACH 0413247 STRAP

230-139	 CESSNA INSTRUMENT SHOCK MOUNT KIT  
C17259904-63458
CONTENTS:
8 EACH MS35333-38 WASHER	 8 EACH MS35649-
286B BRASS NUTS
4 EACH 0413523-4 MOUNTS	 2 EACH 0413247 
STRAP

230-140	 CESSNA INSTRUMENT SHOCK MOUNT KIT  
C17263459 & ON
CONTENTS:
16 EACH MS35333-38 WASHERS	 16 EACH 
MS35649-286B BRASS NUTS
6 EACH 0413523-6 MOUNTS	 2 EACH 0413247 
STRAPS

230-141	 INSTRUMENT SHOCK PANEL NUT ASSORTMENT KIT
CONTENTS:
4 EACH 0513351-1 NUT FLUSH	 2 EACH 1513174-3 
GRAY NUT
2 EACH 1513174-4 BROWN NUT	 2 EACH 1513174-5 
BLACK NUT

230-148	 AGC/AGS/MDX FUSE ASSORTMENT KIT
CONTENTS:
5 EACH AGC 1/2 FUSE	 5 EACH AGS1 FUSE
5 EACH AGC 1 FUSE	 5 EACH AGS2 FUSE
5 EACH AGC2 FUSE	 5 EACH AGS3 FUSE
5 EACH AGC5 FUSE	 5 EACH AGS5 FUSE
5 EACH AGC10 FUSE	 5 EACH AGS10 FUSE
5 EACH AGC15 FUSE	 5 EACH AGS15 FUSE
5 EACH AGC20 FUSE	 5 EACH AGS20 FUSE
5 EACH AGC25 FUSE	 5 EACH AGS25 FUSE
5 EACH AGC30 FUSE	 5 EACH AGS30 FUSE
5 EACH AGX5 FUSE	 5 EACH AGS35 FUSE
5 EACH MDX3 FUSE	 5 EACH MDX5 FUSE

230-152 CESSNA FUEL SELECTOR VALVE RESEAL KIT 
C17228000 (1956) THRU C17267584 (1976) 
C17555001 (1958) THRU C17557119 (1962)
CONTENTS:
1 EACH M83248/1-010 ORING (OLD# AF934-5 & 
NAS1593-010)
1 EACH M83248/1-111 ORING (OLD # AF934-9 & 
NAS1593-111)
2 EACH M83248/1-012 ORING (OLD# AF934-7 & 
NAS1593-012)
2 EACH M83248/1-116 ORING (OLD # AF934-14 & 
NAS1593-116)
1 EACH 0513125 GASKET

230-154	 TOGGLE SWITCH TIP COVERS ASSORTMENT KIT
CONTENTS:
5 EACH 156-8 BLACK TIP (3/16”)	 5 EACH S2742-4 
WHITE TIP (1/8”)
5 EACH S2742-9 RED TIP (3/16”)	 5 EACH S2742-8 
GREEN TIP (3/16”)
5 EACH S2742-10 WHITE TIP (3/16”)

230-164	 MS35769 CRUSH GASKET ASSORTMENT KIT
CONTENTS:
2 EACH MS35769-6 CRUSH GASKET (AN900-6)
2 EACH MS35769-10 CRUSH GASKET (AN900-9)
20 EACH MS35769-11 CRUSH GASKET (AN900-10) 
DRAIN PLUG
2 EACH MS35769-12 CRUSH GASKET
1 EACH MS35769-13 CRUSH GASKET (AN900-11)


